210
105

105

800

1100

300 min.

CONCRETE TO BE TAKEN
DOWN TO THIS LEVEL
WHERE h = LESS

THAN 600 mm

100 x 80mm SCREWED BUSHING
MUST BE USED WITH BOOSTER
CONNECTION AS PER MUNICIPAL
REQUIREMENTS

(B L

PLAN VIEW

SCALE 1:10

210
105 105

‘ CONCRETE PEDESTAL PAINTED
GOLDEN YELLOW B.S.S. 356

25/19 MPa CONCRETE

|h170 I

ELEVATION OF PILLAR

SCALE 1:10

80 x 15 BAR
PRESSURE GAUGE

80
—

DETAIL OF BOOSTER POINT

SCALE 1:10

TOP
OF CONCRETE

200

200

35

PL/F

50

PLAN & LETTERING DETAIL

SCALE 1:2

200

' Z 4. & - . .
 25/13MPa PRECAST CONCRETE

sa e 0 . foaaLa,

2

SECTION A-A

SCALE 1:2

MARKER SET IN CONCRETE SURFACE

40

565

665 |

105 _,

455 105 _,

665

138

. 389 L 138 _,

630

PLAN OF SEGMENT 2 & 3
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GENERAL NOTE

SPECIFICATIONS AND DETAILS

AND DETAILS

REGULATIONS.

DRAWINGS WILL NOT BE PERMITTED

1. ALL STRUCTURAL, ELECTRICAL, CIVIL AND LANDSCAPING QUERIES ARE
TO BE REFERRED TO THE RELEVANT CONSULTANTS DRAWINGS,

2. ALL PLUMBING QUERIES ARE TO BE REFERRED TO THE RELEVANT
SPECIALIST CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS

3. ALL CONCRETE, COLUMNS AND STRUCTURAL QUERIES ARE TO BE
REFERRED TO PR. STRUCTURAL ENGINEER'S DRAWINGS, SPECIFICATIONS

4. ALL EXTERNAL / INTERNAL WALLS REQUIRING BRACING / STIFFENING
ARE TO BE CONSTRUCTED IN ACCORDANCE WITH PR. STRUCTURAL
ENGINEER'S DRAWINGS, SPECIFICATIONS AND DETAILS.

5. ALL SPECIFICATIONS WITH REGARD TO FIRE REGULATIONS, TO BE
REFERRED TO CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS.
6. ALL DESIGN AND CONSTRUCTION TO COMPLY WITH THE RELEVANT SANS

7. ANY DISCREPANCY IN THE DRAWINGS, DIMENSIONS & SPECIFICATIONS
TO BE BROUGHT TO THE ATTENTION OF THE CONSULTANT AND
ARCHITECT PRIOR TO ANY WORK BEING PUT IN HAND.

8. ONLY FIGURED DIMENSIONS TO BE FOLLOWED - SCALED DIMENSIONS OF
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