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1. "CALCAMITE" STEP IRONS TO BE PROVIDED Address: Pilot Mill House The
IN MANHOLES > 1,0m DEEP Quarry Selborne, East London
2. STEP IRONS TO BE SPACED
NOTE: AT 300mm CRS VERTICALLY O%%QEQ +L|’f\ﬂ$£ Tel: (043) 721-0033
SEWER MANHOLE COVER TO BE NOTE: AND STAGGERED AT 200mm CRS HORIZONTALLY. Fax: (043) 721-0038
50mm ABOVE FINISH VERGE IN ' STARTING 500mm BELOW COVER LEVEL. Email: els@o-l.co.za
SEWER MANHOLE COVER TO BE
HEAVY DUTY COVER: S.A.B.S. 558 TYPE 2A C.I. MANHOLE UNPAVED AREAS. HEAVY DUTY COVER: S.A.B.S. 558 TYPE 2A C.I. MANHOLE
- - 50mm ABOVE FINISH VERGE IN - - —
COVER AND MODIFIED FRAME IN PAVED AREAS COVER AND MODIFIED FRAME IN PAVED AREAS 3. BITU-JOINT OR SIMILAR BITUMEN The design and content of this drawing is the property of
UNPAVED AREAS. COMPOUND TO BE USED AS A JOINT Osmond Lange Architects and the copyright thereof is reserved by them.
1300 SEALANT BETWEEN MANHOLE RINGS. GENERAL NOTE
' ' 25 MPa ROUND CONCRETE COVER SLAB WITH 1300 .
1
220 860 220 RADIAL BARS AT 150c/c AND 2xY12 CIRCULAR ! ! 4. BENCHING TO BE FINISHED WITH MIN. 20mm 1. ALL STRUCTURAL, ELECTRICAL, CIVIL AND LANDSCAPING QUERIES ARE
L I I | _ . TO BE REFERRED TO THE RELEVANT CONSULTANTS DRAWINGS,
HOOPS. COVER = 40mm 85 1130 85 25 MPa ROUND CONCRETE COVER SLAB WITH THICK 1 : 3 CEMENT MORTAR SPECIFICATIONS AND DETAILS
| | | ! RADIAL BARS AT 150c/c AND 2xY12 CIRCULAR 2. ALL PLUMBING QUERIES ARE TO BE REFERRED TO THE RELEVANT
= SPECIALIST CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS
: / HOOPS. COVER = 40mm 5. COUPLINGS TO BE PROVIDED IMMEDIATELY OUTSIDE 3 ALL CONCRETE. COLUMNS AND STRUCTURAL QUERIES ARE 10 BE
UNDOWELLED ISOLATION JOINTS TO BE PROVIDED BETWEEN — o} : 5 MANHOLE ON EACH BRANCH AND OUTLET. f\ﬁEEEETEﬂ LT;) PR. STRUCTURAL ENGINEER'S DRAWINGS, SPECIFICATIONS
EDGE OF MANHOLE AND ADJACENT CONCRETE HARDSTAND & 4. ALL EXTERNAL / INTERNAL WALLS REQUIRING BRACING / STIFFENING
- UNDOWELLED ISOLATION JOINTS TO BE PROVIDED BETWEEN 8 6. ';tl_ l\SAE\I/EVIETNMAAE;NC%OI-\I,_E?AS\NT&BVIVEI-II?I_?-II\-IEEB(Y:OADR;EEGISTERED ARE TO BE CONSTRUCTED IN ACCORDASCE WITH PR. STRUCTURAL
EDGE OF MANHOLE AND ADJACENT CONCRETE HARDSTAND N U ENGINEER'S DRAWINGS, SPECIFICATIONS AND DETAILS.
5. ALL SPECIFICATIONS WITH REGARD TO FIRE REGULATIONS, TO BE
7. ALL SEWER MANHOLES TO BE TESTED FOR WATER REFERRED TO CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS.
TIGHTNESS AND RECORDED FOR AS BUILT INFORMATION 6. ALL DESIGN AND CONSTRUCTION TO COMPLY WITH THE RELEVANT SANS
REGULATIONS.
7. ANY DISCREPANCY IN THE DRAWINGS, DIMENSIONS & SPECIFICATIONS
TO BE BROUGHT TO THE ATTENTION OF THE CONSULTANT AND
STEP IRONS /\C POSITION OF ARCHITECT PRIOR TO ANY WORK BEING PUT IN HAND.
0 8. ONLY FIGURED DIMENSIONS TO BE FOLLOWED - SCALED DIMENSIONS OF
IE _/_ _\_ COUPLINGS ON DRAWINGS WILL NOT BE PERMITTED
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45| PLAIN JUNCTION-MARLEY(UY 61) FOR IN-LINE Civil & Structural Engineers éVI B 1stFl Esori
130 , RODDING EYE TO BE ENCASED IN CONCRETE —— 20MPa CONCRETE ENCASEMENT order 1st oar, sprit
15 |75 House, St Helena Drive
| 1280 | ENGINEERING East London, 5241
f 1 PROCUREMENT 043 - 722 2738
T MANAGEMENT
__CAST IRON "EZE-FLO" FLOOR DRAIN o Werner de Lange
PRECAST SEWER MANHOLE > 1500mm IN DEPTH (BESAANS-DU PLESSIS NO.3720) 160[ UPVC PIPE & 082 578 0674
SoAE T 20 EINISH FLOOR LEVEL JOINT IN CONCRETE SLAB ABOVE = (JOINT IN CONCRETE SLAB ABOVE WernerdL@bvi.co.za
- R e h - (_eroNg) — - - "L (ERIDLNE) Electrical & Mechanical Engi
" —_———— : T ectrica echanical Engineers :
z _ e Evans Consulting Engineers cc
9 .
a5 160mm x 45| LONG RADIUS uPVC BEND evans 1L7 Sdurreglzlzgad, Vincent, East
0 W L 1 CONSULTING ENGINEERSex ondon
=3 l — 043 7213192
EXCAVATION TO BE FLARED 15% S o Darryl Evans 083 7026399
o 750 o) ;
2 o 5 DN 100 ADAPTOR WITH SEWER KIMBERLY darryl@evansconsulting.co.za
= SOCKET TO CONNECT TO PVC GULLY P-TRAP / Town Planners :
i :
I S0 NOTE: .
@ @ zL 100 x 45 SEWER BEND . J/ " FOR POSITION OF JOINTS REFER TO - CS Consulting 12 Pearce
: x = 4 20 MPa CONCRETE ENCASEMENT 160mm CLASS 34 uPVC SEWER PIPE J/ § STRUCTURAL ENGINEER'S DRAWING é gtretet errav;gZ1House Berea,
BACKFILL MATERIAL > BACKFILL MATERIAL > | - < /| CO G ast London
T T ; <~ m g |
= = | : / 2 Craig Sam
o o —
i i @ 079_3267147 .
110mm PVC GULLY P-TRAP 150[ C.I. RODDING EYE / K Craig@csamconsulting.co.za
(ABC COVER) TO BE FLUSH &
) - WITH G5 FLOOR LEVEL
SELECTED FILL MATERIAL S SELECTED FILL MATERIAL AN Z|
‘ ‘ ‘ CLEINT
o o <|3 -
% ' g % ' g 3 Ela PO Box 5458, Greenfields
e. —1 e © 5|5 / East London, 5208
=| =
100mm SELECTED = 8! » et 200 /J,J Lower Chester Road
mm PR - S -
GRANULAR MATERIAL VNN 100mm SELECTED BN NN 25 MPa ROUND CONCRETE Sunnyridge, 5201 .
— GRANULAR MATERIAL — = East London, South Africa
COVER SLAB WITH RADIAL BARS I d d ;
| 750 | 750 | TYPICAL FLOOR DRAIN DETAIL AT 150c/c AND 2xY12 CIRCULAR 335t On On I Z Tel: +27(0)437028200
| I I HOOPS. COVER =40mm business streamiined Fax+27(0)437366405
OOPS. CO
POSITION OF CONNECTION TO BE DETERMINED SCALE 1 : 20 Email: info@elidz.co.za
FROM ARCHITECT'S DRAWINGS FOR INTERNAL TRENCH EXCAVAT|ON FOR TRENCH EXCAVATION FOR CLIENT APPROVAL
BUILDING SEWERS. Gary Whittaker
Project Manager
DEPTH EXCEEDING 1.5m DEPTH UP TO 1.5m j g
END CAP : Tel: 043 7028247
SCALE 1:20 SCALE 1:20 HEAVY DUTY COVER: S.A.B.S. 558 TYPE 2A C.I. MANHOLE Cell: 082 34632299
COVER AND MODIFIED FRAME IN PAVED AREAS DATE : E-mail: gary@elidz.co.za
SETTING OUT CO-ORDINATE POSITION TENANT
SCALE 1:20
Z
o
5 NOTE: HEAVY DUTY COVER: S.A.B.S. 558 TYPE 2A C.I. MANHOLE NAME : TENANT APPROVAL -
o COVER AND MODIFIED FRAME IN PAVED AREAS : '
5 1. PIPE MATERIAL USED FOR CONNECTION
O
TO BE THE SAME AS SEWER. . .
2 150[ C.I. RODDING EYE 150[ C.I. RODDING EYE (ABC COVER) TO — DESIGNATION: DATE :
[m)]
= 2. DIMENSION "E" = THE HEIGHT DIFFERENCE BETWEEN . o (ABC COVER) TO BE FLUSH NOTE. BE FLUSH WITH TOP OF G5 LAYER 25 MPa ROUND CONCRETE COVER SLAB WITH RADIAL BARS
Z . =
E INVERT LEVEL OF SEWER (ILS) AT THE Y-JUNCTION 500 < WITH FINAL FLOOR LEVEL COVER TO BE 50mm ABOVE FINISHED VERGE LEVEL. , 1300 AT 150c/c AND 2xY12 CIRCULAR HOOPS. COVER = 40mm e
a AND THE INVERT LEVEL OF THE ERF CONNECTION (ILC) e = , 1000 , 860 {
o [ |
< AT THE END OF THE CONNECTION. o 220 MIN C) D T — L——T
% THE CONTRACTOR TO OBTAIN THE I.L.C FROM THE 8 20MPa CONCRETE ——— [ [ | ;; El.OORSLAB : g
€ ARCHITECT FOR INTERNAL BUILDING SEWERS. Q BT «
o PR N )
- w FINISHED VERGE LEVEL T ——————
AONYINIINIINIINIDNY -1 —
ANYNYNY N N2 :. % Drawing Title
oL Az UNDOWELLED ISOLATION JOINTS TO BE PROVIDED
N.G.L. VA
S 160 uPVC PIPE BETWEEN EDGE OF SLAB AND ADJACENT CONCRETE
KLY w KRR SELECTED BACKFILL HAVING A PI NOT EXCEEDING FLOOR SLAB SEWER GENERAL DETAILS
ON = >
7% a \/// 12 AND A CBR OF 15 AT SPECIFIED DENSITY
N o o > COMPACTED IN 150mm LAYERS TO 93% OF MOD
5/\ = = N4 AASHTO DENSITY 160x45| uPVC BEND FOR RODDING 160mm CLASS 34 uPVC SEWER PIPE
K 7 g3 4 _ EYE AT HEAD OF SEWER
PN = 5 2 KK N Date Drawn Author
o E S5 \;/< END CAP o 01.05.2019
B hidl B o
\///\ 8 23 \/< 45| BEND A PIPE CONNECTION INVERT SRR N 160 uPVC PIPE 45| PLAIN JUNCTION-MARLEY(UY 61) FOR IN-LINE
. \///\ \;/< u&ngiDE L60 LEVEL (ILC) C o 2 ) RODDING EYE TO BE ENCASED CONCRETE Scale Checked Checker
5| BEND ’ ’ - woas — —
! 160mm{ SEWER PIPE \2/\ >/< Q T T T T T T e O 160mm x 45| LONG RADIUS uPVC BEND o P P AS SHOWN
/ \ . / M B " AN L B w9 . L 8 : A’
< FLOW > ) . 1. Y o s et g B e 160 uPVC PIPE
' ' INVERT LEVEL 2 | g L“T RPN ISP eIk CHE TP S i 1 - u
OF SEWER % X J , MAIN SEWER INVERT LEVEL , - - P 3 ), Approved
\ \///\ \//< 2OMPa CONCRETE ENCASEMENT 45| PLAIN JUNCTION-MARLEY(UY 61) FOR IN-LINE U O E—
K N e ST CAEEN K CaoN
ING JUNCTION N N RODDING EYE TO BE ENCASED IN CONCRETE .
160x110x45| SOCKETED REDUCING JUNCTIO! //>\//>\//>\//>\/// //\\//>\//>\//>\/// Name: Approver Reg No: PrArch5559
PLAN VIEW ELEVATION SECTION Sirature e
SCALE 1:20 SCALE 1:20 - 9
' ' TYPICAL SECTION THROUGH RODDING EYE TYPICAL RODDING EYE ON 160mm
BUILDING CONNECTION DETAILS ON 160mm SEWER MAIN (ELSEWHERE) Practice: Osmond Lange Architects and Planners
SEWER MAIN UNDER BUILDINGS
SCALE 1:20 SCALE 1 20 Tm——

FOR INFORMATION

Drawing Number Revision

33722- HS1-DET-1

2019/05/06 12:02:01 PM



	Sheets and Views
	33722-DET-01




