
32

31

30

1
2
 
0
0
0

1
2
 
0
0
0

1
2
 
0
0
0

2
3
0

1
1
 
7
7
0

2
3
0

EXISTING SW DRAIN TO

BE CONCRETE CAPPED

WITH 150mm COVER SLAB

FOR STORMWATER

GRID INLET REF. TO DWG

NO. 33722-CIV-BW2-2

BW2 EXTENSION

375mm Ø 100D

STORMWATER PIPE

 EXISTING RET. WALL TO BE CUT BACK

TO BELOW NEW INTERNAL FLOOR SLAB
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GROUND FLOOR LAYOUT & DETAILS

SCALE 1:100

NEW SEWER MANHOLE TO TIE

INTO EXIST. 160mm Ø SEWER

 160mm Ø CL.34  x 46m LONG

SEWER BELOW HARDSTAND

RE1 SURFACE SEWER

TO SUB-SURFACE SEWER

FLO-NET SUBSOIL

FLO-NET SUBSOIL

DETAIL A

SCALE 1:2

CONSTRUCTION JOINT:

INITIALLY FORMED WITH 3mm RADII.

8mm WIDE SEALANT RESERVOIR IS REAMED

INTO CONCRETE JOINT.

SEALANT GUNNED INTO PLACE.

15mm Ø BACKING STRIP

8mm JOINTEX OR SOFT BOARD
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1st POUR

2nd POUR

14mm PVC SLEEVE

WITH Y12 BAR

DOWELLED CONSTRUCTION JOINT

SCALE 1:5

DETAIL A
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NOTES: PREFERED JOINT SEALANT

1. SIKAFLEX PRO-3 / SIKA PRIMER - 3N

BITUMEN APPLIED TO THE FIRST

CONCRETE FACE PRIOR TO THE

CASTING OF THE ADJACENT SLAB

BOND BREAKING COMPOUND

APPLIED TO DOWELS BEFORE 2nd POUR.
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SEWER TRENCH DETAIL

SCALE 1:10

4
6

0

1

6

0

Ø

100mm SELECTED GRANULAR MATERIAL

SELECTED FILL MATERIAL

200mm THICK 30MPa CONCRETE SLAB

150mm SUBBASE G5 COMPACTED

         TO 98% MOD AASHTO

150mm SUBBASE G5 COMPACTED

          TO 95% MOD AASHTO

150mm SELECTED G7 TYPE FILL BLANKET

      COMPACTED TO 93% MOD AASHTO
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400mm LONG Y12 DOWELS

@ 300mm c/c ONE END SLEEVED

400

SEE DOWELLED

CONSTRUCTION JOINT DETAIL

400

EXISTING HARDSTAND

The design and content of this drawing is the property of

Osmond Lange Architects and the copyright thereof is reserved by them.

GENERAL NOTE

1. ALL STRUCTURAL, ELECTRICAL, CIVIL AND LANDSCAPING QUERIES ARE

TO BE REFERRED TO THE RELEVANT CONSULTANTS DRAWINGS,

SPECIFICATIONS AND DETAILS

2. ALL PLUMBING QUERIES ARE TO BE REFERRED TO THE RELEVANT

SPECIALIST CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS

3. ALL CONCRETE, COLUMNS AND STRUCTURAL QUERIES ARE TO BE

REFERRED TO PR. STRUCTURAL ENGINEER'S DRAWINGS, SPECIFICATIONS

AND DETAILS

4. ALL EXTERNAL / INTERNAL WALLS REQUIRING BRACING / STIFFENING

ARE TO BE CONSTRUCTED IN ACCORDANCE WITH PR. STRUCTURAL

ENGINEER'S DRAWINGS, SPECIFICATIONS AND DETAILS.

5. ALL SPECIFICATIONS WITH REGARD TO FIRE REGULATIONS, TO BE

REFERRED TO CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS.

6. ALL DESIGN AND CONSTRUCTION TO COMPLY WITH THE RELEVANT SANS

REGULATIONS.

7. ANY DISCREPANCY IN THE DRAWINGS, DIMENSIONS & SPECIFICATIONS

TO BE BROUGHT TO THE ATTENTION OF THE CONSULTANT AND

ARCHITECT PRIOR TO ANY WORK BEING PUT IN HAND.

8. ONLY FIGURED DIMENSIONS TO BE FOLLOWED - SCALED DIMENSIONS OF

DRAWINGS WILL NOT BE PERMITTED
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