
NOTES:

1.  THE DESIGN ON THIS DRAWING IS COPYRIGHT AND REMAINS THE
PROPERTY OF THE ARCHITECT.

2.  ALL WORK IS TO BE CARRIED OUT IN ACCORDANCE WITH THE N.B.R.
 SANS 10400 AND LOCAL AUTHORITY REGULATIONS

3.  THE DRAWING IS NOT TO BE SCALED

4.  ANY DISCREPANCIES ARE TO BE IMMEDIATELY REPORTED TO THE
ARCHITECT

5.  ALL DIMENSIONS AND LEVELS ARE TO BE CHECKED ON SITE PRIOR TO
CONSTRUCTION.
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Ex. windows to be removed & exist. wall to be
demolished/bricked up to suit new aluminium door
opening.  All finishes to be made good

New GMS columns at 6m c/c to support cantilever
floor structure over, all to Eng. details

New 230mm brick wall to line up with
existing brickwork

Existing services to be
relocated to Electrical Eng.

Raised floor slab level of New WC's at 510mm above
factory floor slab level

Existing Gangtree columns

New mech. extract in Male and Female WC to
Mechanical Eng.

New 230mm brick wall to line up with
existing brickwork

Existing carpet to be removed and floor substrate
made good to receive new PU floor coating

New cold water supply point to Eng.

New mech. extract to Mechanical  Engineer

New mech. extract to Mechanical  Engineer

Existing window to be removed and wall
bricked up.  All finishes to be made good.

Existing door to be removed and wall
bricked up.  All finishes to be made good.

Existing door to be removed and wall bricked up.  All
finishes to be made good.

New 110mm dia. soil pipe to be laid to fall above slab
to Eng. detail, with new armco barrier protection.
Armco to match existing

New sink New sink
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M.WC

F.WC

New Fire wall

Existing sheeting to remain

New Fire wall

PU Floor coatingEx. Carpet Tiles
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New steel stair and landing to Eng.
details

New 1m GMS balustrade

New dry walling to further
specification by Architect

Mezzanine Air conditioning to
Mechanical Engineer
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