
11

9
7

52

62000

10
8

6000600060006000

6

43

60006000600060006000

1

8000

A

B

C

D

8
3

4
2

6
0

0
0

6
0

0
0

2
6

3
4

2

E

6
0

0
0

A
A

230x510dp RC BM

230x510dp RC BM

230x510dp RC BM

2
3

0
x
5

1
0

d
p

 
R

C
 
B

M

2
3

0
x
5

1
0

d
p

 
R

C
 
B

M

230x510dp RC BM

2
3

0
x
5

1
0

d
p

 
R

C
 
B

M

230x510dp RC BM

230x510dp RC BM 230x510dp RC BM

2
3

0
x
5

1
0

d
p

 
R

C
 
B

M

4
1

0
4

2
3

0
x
5

1
0

d
p

 
R

C
 
B

M

2
3

0
x
5

1
0

d
p

 
R

C
 
B

M

2

2

0

 

T

H

I

C

K

 

R

C

 

S

L

A

B

 

-

 

T

O

C

 

=

 

4

2

.

5

0

6

E
E

28851260

4145

B

TOC FLOOR

37.986

8342

SECTION A-A

SCALE 1:50

3
3
2
5

COLUMN C1

230x230 RC

COLUMN

230x230 RC

COLUMN

230x510dp

RC BM

BASE

B1

BASE B5

9
0
0

467

7
5
0

350x750 RC

EDGE BEAM
NO FINES

CONCRETE CORE

A

230x510dp

RC BM

200 THICK

UN-REINFORCED SLAB

WITH JOINTS AS

INDICATED ON PLAN

1
5
3
3

1
5
3
3

1
5
3
3

1
5
3
3

1
5
3
3

4
7
5

2
5
4
x
1
4
6
x
3
1
 U

B
 R

A
F

T
E

R

48x3 CHS WELDED

TO U/S OF RAFTER

WEB

DETAIL A2.

DETAIL A1.

-  DENOTES POSITION OF

   KNEE BRACE

6
9
0

5
1
0

1297

BEAM TOC

41.311

DETAIL A1.

SCALE 1:10

5
1
0

A
1

.
1

A
1

.
1

DWP TO

ARCHITECTS'

DETAILS

2
1
5

PURPOSE MADE GLASS

FIBRE  REINFORCED

MOULDED GUTTER BY

SPECIALISTS

GUTTER TO BE FIXED TO

PURLINS BY M10 FASTENERS

SPACED AT 600mm c/c

1
5
0

300

175x75x20x2.5

CFLC PURLIN

SLIP JOINT: 2 LAYERS

OF 3 PLY MALTHOID

(TYPICAL)

2
5
4
x
1
4
6
x
3
1
 U

B

R
A

F
T

E
R

TOC BEAM

41.311

M16 GRADE 8.8

U-SHAPED HD

BOLT

48x4mm CHS

WELDED TO U/S OF

RAFTER WEB

A

2
0
0

89.9x3mm CHS

WELDED TO

RAFTER

SHEETING AND

FLASHING TO

ARCHITECTS

DETAILS

850 448

25mm

GROUT

270x250x12mm THICK

T-SHAPED PLATE WELDED

TO THE BOTTOM FLANGE

OF THE RAFTER WITH 8mm

CONTINUOUS WELD

254x146x31 UB

RAFTER

M16 GRADE 8.8

U-SHAPED HD BOLT

SECTION A1.1-A1.1

SCALE 1:10

250

6mm THICK

STIFFENER

PLATES

TOC BEAM

41.311

DETAIL A2.

SCALE 1:10

M16 GRADE 8.8

U-SHAPED HD

BOLT

3
5
0

5
1
0

TOC BEAM

42.001

A
1

.
1

A
1

.
1

12mm THICK CLEAT WELDED TO

RAFTER WITH 8mm CONTINUOUS

BUD WELD ALL ROUND

25mm GROUT

6mm THICK

STIFFENER PLATE

BOTH SIDES OF THE

RAFTER (TYPICAL)

B

8342

SECTION E-E

SCALE 1:50

3
3
2
5

COLUMN C1

230x230 RC

COLUMN

BASE

B1

BASE B5

9
0
0

467

7
5
0

350x750 RC

EDGE BEAM
NO FINES

CONCRETE CORE

A

200 THICK

UN-REINFORCED SLAB

WITH JOINTS AS

INDICATED ON PLAN

6
9
0

5
1
0

1
1
9
5

TOC SLAB

42.506

220 THICK

RC SLAB

WATERPROOFING TO

ARCHITECTS' DETAILS

2
2
0

TOC FLOOR

37.986

BEAM TOC

41.311

ADMIN BLOCK

EAVES LEVEL PLAN

SCALE 1:100

NOTES

 1. SITE DIMENSIONS TO BE VERIFIED BEFORE

COMMENCEMENT OF WORKS

   2. CONCRETE MIX:

         30MPa/19mm STONE

 3. SMOOTH POWERFLOAT FINISH TO TOP OF SLAB

 4. FORMED SURFACES TO BE SMOOTH

  OFF-SHUTTER UNLESS HIDDEN

 5. CONCRETE SLABS SHALL BE WET CURED FOR 5

DAYS
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