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The contractor is to keep a full set of drawings on site, contractor is responsible for the
correct setting out of the building on site with reference to boundaries and building lines,
contractor to verify all levels and dimensions on site and check same against architects
and engineers drawings before commencing work.  Figured dimensions to be used in
preference to scaled dimensions, large scale details to be used were available, errors,
discrepancies or omissions are to be reported to the architect immediately for clarification
before work is undertaken.

These drawings are to be read in conjunction with structural engineers, civil engineers,
mechanical engineer’s or plumbing consultant’s drawings were specified.

All work and material used to comply with SABS standards and NATIONAL BUILDING
REGULATIONS SANS 10400 and amendments thereto as well as the by-laws of the
relevant local authority.

All new construction HEALTH AND SAFETY Regulations to be strictly complied with.
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Lay Gyproc Gyprex Frost White 600mm x 600mm ceiling tile into the
Donn ceiling grid. Ceiling grid consisting of Donn Wall Angle (SM25/M6)
fixed to the  perimeter wall using fixings at 300mm centres. Space Donn
Main Tees T38 FR at 1200mm centres. Suspend main tees using Donn
Pre-stretched Galvanised Hanger wire 2.5mm thick or Donn hanger strap
19mm at 1200mm centres. Donn Pre-stretched Galvanised Hanger wire
shall be put through the main tees hole and would wind 3 times around
itself. 2 steel pop-rivets or one Gyproc Wafer Head Tek screw 13mm shall
be used to fix the hanger strap to the main tees web. Install Donn Cross
Tees T38V/T32V (1200 long) at 600mm centres to create a 1200mm x
600mm ceiling grid. Install Donn Cross Tees T38V/T32 (600 long) into the
1200mm long cross tees to create a 600mm x 600mm grid. Main tee
should be fixed to the wall using angle cleats.

• Ceiling System: Gyproc Exposed Ceiling System Gyprex Frost White
600 x 600mm
• Ceiling Grid: exposed ceiling grid.

1 layer Gyproc RhinoBoard 12.5mm is fixed to Donn Steel Brandering
installed at maximum 600mm centres. Fix Gyproc RhinoBoard using
Gyproc RhinoBoard Sharp Point Screws 25mm at maximum 150mm
centres. All joints shall be staggered. Apply Gyproc RhinoTape to all joints
and skim the ceiling using Gyproc RhinoLite/Gyproc Cretestone. Ceiling
grid consisting of Donn Suspension Brackets fixed to tie beam/joist using
one line of 2 Gyproc RhinoBoard Sharp Point Screws 35mm. Install Donn
Galvanised Steel Angle 25mm x 25mm at ceiling level to the wall running
perpendicular to the direction of steel brandering. Install Donn Steel
Brandering onto the suspension brackets. Fix steel brandering to the
galvanised steel angle using Donn Wafer Head Tek Screws 13mm. Install
Gyproc RhinoArt Cove fixed Gyproc RhinoBed or Gyproc RhinoArt
Cornice fixed using Gyproc RhinoArt adhesive. Install Isover 100mm thick
Aerolite non-combustible light weight Glasswool thermal ceiling insulation,
nominal density 12kg/m³.

• Ceiling System: Gyproc Skimmed Ceiling System 12.5mm/SB
• Ceiling Grid: concealed ceiling grid
• Climatic zone: Zone 5
• R-value: 2.50m² K/W
• Thermal conductivity:  0.04 W/m²/K.

Bulkhead as per detail

1 467

990

1 335
21 96121 961

+50
+50

+50

+50
+50

+50
+25

D
O

U
BLE VO

LU
M

E

D
U

C
T

BALC
O

N
Y

BALC
O

N
Y

Ch05

F
K

ITC
H

EN

U
P

D
O

W
N

12345678910

11 12 13 14 15 16 17 18 19 20

IEIE IEIE IE IE IE IEIESTACK

3

FJ

1
2

CDEGHI

3 6502 190
2 450990

3 650 2 190

293
990

2 413
890

6 172
5 682

5 682

3 165
2 675

267
1 442

0. GROUND FLOOR CEILING PLAN 1:100

1. FIRST FLOOR CEILING PLAN 1:100

01

01

01

02

01 01 Added details 06-08-2019
01 02 Bulkhead position added 06-08-2019

01

RevID ChID Change Name Date

BIM Server: INTSIKA - BIMcloud Basic for ARCHICAD 21/D Fence - Detail Design - 05.07.2019

Principal Agent / Architect:

PROJECT TEAM

PROJECT

DRAWING NO.

PROJECT NO.

Date:

Drawn by:

Scale:

Name: R.K. Gillard

APPROVAL DRAWING

Signed: Date:

Practice: Intsika Architects

240

Checked by:

DRAFTING AND DESIGN TEAM
A.T.

2019/08/06

REVISIONS

The contractor is to keep a full set of drawings on site, contractor is responsible for the
correct setting out of the building on site with reference to boundaries and building lines,
contractor to verify all levels and dimensions on site and check same against architects
and engineers drawings before commencing work.  Figured dimensions to be used in
preference to scaled dimensions, large scale details to be used were available, errors,
discrepancies or omissions are to be reported to the architect immediately for clarification
before work is undertaken.

These drawings are to be read in conjunction with structural engineers, civil engineers,
mechanical engineer’s or plumbing consultant’s drawings were specified.

All work and material used to comply with SABS standards and NATIONAL BUILDING
REGULATIONS SANS 10400 and amendments thereto as well as the by-laws of the
relevant local authority.

All new construction HEALTH AND SAFETY Regulations to be strictly complied with.

GENERAL NOTES

This drawing is property of Intsika Architects (Pty) Ltd. Copyright is reserved by them and
the drawing is issued on the condition that it is not copied, reproduced, retained or
disclosed to any unauthorized person, with consent of Intsika Architects (Pty) Ltd.

SACAP No. 5284
SAIA No. 6188

SAIA No. PI3725

GA 03-6.1
See Drawing

Project Managers:

Civil & Structural Engineers:

KQS  
14 Main Road, Gonubie
5257 
T- 043 740 1304
C- 079 796 4158 
Luvo Peter
kamva2011@gmail.com 

Intsika Architects
2nd Floor    The Ridge
3 Berea Terrace Berea
East London     5201
043 - 726 7786 
Rob Gillard - 082 872 8748 
rob@intsika.com 

ZNM Consulting Engineers
8A Bonza Bay Road, Beacon
Bay.
East London     5241
087 350 4035
Mzukisi Mashaba
087 350 4035
mzukisi@znmeng.co.za

Quantity Surveyors:

Electrical & Mechanical  Engineers:

Pulana Baxter & Associates
30 Chamberlain Road, Berea
East London     5241
T 043 - 721 0984 
Mark Baxter - 083 2842488 
mark@pba.co.za 

R.G.

MANUFACTURING FACILITY FOR
D FENCE IN ZONE 1A
EB/DF/02/18/Z1A

DRAWING

LOCATION
ERF NO: 60931
IDZ EAST LONDON

ISSUED FOR

CEILING PLANS

CONSTRUCTION

Gary Whittaker
Project Manager
Tel: 043 7028247
Cell:  082 34632299
E-mail: gary@elidz.co.za

CLIENT
PO Box 5458, Greenfields
East London, 5208

Lower Chester Road
Sunnyridge, 5201
East London, South Africa

Tel: +27(0)437028200
Fax:+27(0)437366405
Email: info@elidz.co.za

Client Aproval:
Date:

Tenant Aproval:
Date:

Evans Consulting Engineers
17 Surrey Road, Vincent East
London 5247
043 7213192
Darryl Evans -
083 7026399
darryl@evansconsulting.co.za

GA 03-6.1 REV

19R(183 mm)
18G(270 mm)

19R
(183 m

m
)

18G
(260 m

m
)

1 2 3 4 5 6 7 8 9 10 11 12 13

332

822

2 724
2 494

3 448

4 137

102

440
440

2 404

1 395

12 254
8325 168

653

2 413
890

2 190
2 190

332

F

Double
Volume

Passage
20 m2

PASSAGE
35 m2

Passage
14 m2

CONSULT ROOM 02
20 m2

U
P

D
O

W
N

12345678910

11 12 13 14 15 16 17 18 19 20

3

FJ

1
2

CDEGHI B

5 829
5 682

3 165

2 675

2 724
2 494

1 877

1 089
942

5 087

5 829
5 682

4 445

102
440

3 165

2 675

890

1 467
990

3 6502 190

2 450 990

6 172

5 682

2 716
2 226

2 848
2 378

dp

CONSULT ROOM 01
20 m2

RECEPTION
69 m2

FEMALE
9 m2

MALE
9 m2

D
U

C
T

5 m
2

SERVER
10 m2

PLANT MANAGER
18 m2

QUALITY CONTROL
16 m2

SUPERVISOR
16 m2

OPEN PLAN
24 m2

CANTEEN
79 m2

DISABLED
4 m2

FIRST AID
12 m2

DUCT
2 m2

Cleaner
3 m2

DUCT
1 m2

MALE CHANGE
26 m2

FEMALE CHANGE
20 m2

Duct
0 m2

MAINTENANCE
18 m2

Lay Gyproc Gyprex Frost White 600mm x 600mm ceiling tile into the
Donn ceiling grid. Ceiling grid consisting of Donn Wall Angle (SM25/M6)
fixed to the  perimeter wall using fixings at 300mm centres. Space Donn
Main Tees T38 FR at 1200mm centres. Suspend main tees using Donn
Pre-stretched Galvanised Hanger wire 2.5mm thick or Donn hanger strap
19mm at 1200mm centres. Donn Pre-stretched Galvanised Hanger wire
shall be put through the main tees hole and would wind 3 times around
itself. 2 steel pop-rivets or one Gyproc Wafer Head Tek screw 13mm shall
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1200mm long cross tees to create a 600mm x 600mm grid. Main tee
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• Ceiling System: Gyproc Exposed Ceiling System Gyprex Frost White
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1 layer Gyproc RhinoBoard 12.5mm is fixed to Donn Steel Brandering
installed at maximum 600mm centres. Fix Gyproc RhinoBoard using
Gyproc RhinoBoard Sharp Point Screws 25mm at maximum 150mm
centres. All joints shall be staggered. Apply Gyproc RhinoTape to all joints
and skim the ceiling using Gyproc RhinoLite/Gyproc Cretestone. Ceiling
grid consisting of Donn Suspension Brackets fixed to tie beam/joist using
one line of 2 Gyproc RhinoBoard Sharp Point Screws 35mm. Install Donn
Galvanised Steel Angle 25mm x 25mm at ceiling level to the wall running
perpendicular to the direction of steel brandering. Install Donn Steel
Brandering onto the suspension brackets. Fix steel brandering to the
galvanised steel angle using Donn Wafer Head Tek Screws 13mm. Install
Gyproc RhinoArt Cove fixed Gyproc RhinoBed or Gyproc RhinoArt
Cornice fixed using Gyproc RhinoArt adhesive. Install Isover 100mm thick
Aerolite non-combustible light weight Glasswool thermal ceiling insulation,
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Lay Gyproc Gyprex Frost White 600mm x 600mm ceiling tile into the
Donn ceiling grid. Ceiling grid consisting of Donn Wall Angle (SM25/M6)
fixed to the  perimeter wall using fixings at 300mm centres. Space Donn
Main Tees T38 FR at 1200mm centres. Suspend main tees using Donn
Pre-stretched Galvanised Hanger wire 2.5mm thick or Donn hanger strap
19mm at 1200mm centres. Donn Pre-stretched Galvanised Hanger wire
shall be put through the main tees hole and would wind 3 times around
itself. 2 steel pop-rivets or one Gyproc Wafer Head Tek screw 13mm shall
be used to fix the hanger strap to the main tees web. Install Donn Cross
Tees T38V/T32V (1200 long) at 600mm centres to create a 1200mm x
600mm ceiling grid. Install Donn Cross Tees T38V/T32 (600 long) into the
1200mm long cross tees to create a 600mm x 600mm grid. Main tee
should be fixed to the wall using angle cleats.

• Ceiling System: Gyproc Exposed Ceiling System Gyprex Frost White
600 x 600mm
• Ceiling Grid: exposed ceiling grid.

1 layer Gyproc RhinoBoard 12.5mm is fixed to Donn Steel Brandering
installed at maximum 600mm centres. Fix Gyproc RhinoBoard using
Gyproc RhinoBoard Sharp Point Screws 25mm at maximum 150mm
centres. All joints shall be staggered. Apply Gyproc RhinoTape to all joints
and skim the ceiling using Gyproc RhinoLite/Gyproc Cretestone. Ceiling
grid consisting of Donn Suspension Brackets fixed to tie beam/joist using
one line of 2 Gyproc RhinoBoard Sharp Point Screws 35mm. Install Donn
Galvanised Steel Angle 25mm x 25mm at ceiling level to the wall running
perpendicular to the direction of steel brandering. Install Donn Steel
Brandering onto the suspension brackets. Fix steel brandering to the
galvanised steel angle using Donn Wafer Head Tek Screws 13mm. Install
Gyproc RhinoArt Cove fixed Gyproc RhinoBed or Gyproc RhinoArt
Cornice fixed using Gyproc RhinoArt adhesive. Install Isover 100mm thick
Aerolite non-combustible light weight Glasswool thermal ceiling insulation,
nominal density 12kg/m³.

• Ceiling System: Gyproc Skimmed Ceiling System 12.5mm/SB
• Ceiling Grid: concealed ceiling grid
• Climatic zone: Zone 5
• R-value: 2.50m² K/W
• Thermal conductivity:  0.04 W/m²/K.

Bulkhead as per detail
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0. GROUND FLOOR CEILING PLAN 1:100

1. FIRST FLOOR CEILING PLAN 1:100

01

01

01

02

01 01 Added details 06-08-2019
01 02 Bulkhead position added 06-08-2019
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Off shutter concrete finish

CEILING LEGEND

75mm ISOPANEL CEILING, laid in accordance to
manufacturers specification

CEILING PLAN 1:100

CEILING PLAN - TEST ROOM 1:100 VALVE CHAMBER 1:100 GATEHOUSE 1:100
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