, 1900 ;

2100

FFL

GENERAL NOTES TO CONTRACTOR

1.) Door frame profiles are manufactured according to SABS
specification No. 1129 of 1977

2.) Always check the frames when building for squareness
and plumb as they cannot be corrected afterwards

3.) After building in the contractor is to take all necessary
measures to protect the frames from any on-site damage.

Standard Aluminium louvred double leaf doors
with louvred strips that are dust and insect proof

Finish:

Description:

Surface to recieve 25um Natural anodised coating, supplied by
manufacturer complying with SANS 999:2013

DBL Transformer Door Type: Quantity: Type Mark:
Aluminium 2100 x 1900mm 01 D11
Door Door

Description: Description:

Aluminium frame as per approved manufacturer

Finish:

Description:

As per approved manufacturer

Supplied with louvre vents lined on the inside with vermin proof mesh
screen

Ironmongery:
Refer to Ironmongery Schedule

Glazing:
Supplied with louvre vents lined on the inside with vermin proof mesh
screen

OF MANUFACTURE.

QUANTITIES TO BE VERIFIED PRIOR TO PLACEMENT OF ORDER.
MASONRY OPENINGS TO BE VERIFIED ON SITE PRIOR TO COMMENCEMENT

SUPPLIER TO BE IN ACCORDANCE WITH ALL SABS AND NBR STANDARDS
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