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Posts:

e 76mm x 3.5mm square SHS x 2600mm length spaced at 3000mm centers hot dipped galvanized (in
accordance with SANS 121, ISO 1461 1999) after all welding of fish plate brackets to posts to receive
angle rails.

¢ Fish plate brackets are to clamp around posts and are described under the Rails below.

¢ Post to be installed 2000mm above natural ground level with 600mm below ground level.

e Top of post to be capped, seam welded and ground smooth prior to galvanizing.8mm drainage hole to
be provided in post, 650mm from bottom of post.

Note: Allowance for later electrification required where required.

¢ Posts to be pre-holed, prior to galvanizing.

¢ Holes required:21 off 4mm holes at 100mm centers (on internal face only) per post.

o 2 off holes at 100mm centres, 100mm from top of post, drilled through the post for later fixing of post
extension (to take electrification above fence).

¢ Both holes to be filled with a grey plastic/nylon plug to prevent water penetration.

Pales:
¢ Angle Iron Pale Profile with mitred Spear point Head Profile per 3m section.
¢ Overall length 1950mm, installed 50mm above natural ground level.
¢ 40 x 40 x 3mm angle iron pales at maximum 180 mm centers with maximum
¢ 130mm space apart (total 16 per 3m section) all welded to angle rails.
¢ All to be hot dipped galvanized after all welding completed, in accordance with
¢ SANS 121 (ISO 1461 1999).
¢ Centre pale to be 40x40x3mm angle iron, 2500mm in height
¢ {located in the centre of each palisade section) cast with a concrete fooling to specification.

Rails:

Angle iron rail - top and bottom rails:

¢ 40 x 40 x 3mm angle iron rail (overall length approximately 3000mm)

¢ Bolted to posts using Fish Plate brackets.

e Straight/intermediate fish plates to be 2off 40x4mm by 250mm long, bent around half the post, bolted
back to back with rail in-between. Bending to ensure adequate grip on the post.

¢ End brackets to be used where stepping of panels are envisaged.

o All to be hot dipped galvanized, in accordance with SANS 121 (ISO 1461 1999), after all
welding/cutting/drilling is completed.

¢ No. 4 x M12 x 40mm galvanized, cup square bolt and high tensile anti-vandal shear nut to be used.

Concrete foundations to posts:
¢ 20MPA/19mm Aggregate Mass Concrete foundations
400 x 400 x 650mm deep. Foundation excavations to be 750mm deep for top of concrete foundation
to be 100mm below natural ground level.

Concrete foundations to sag pale:
¢ 20MPA/19mm Aggregate Mass Concrete foundations

250 x 250 x 400mm deep. Foundation excavations to be 500mm deep for top of concrete foundation
to be 100mm below natural ground level.

Concrete foundations to end posts & double posts
¢ At changes of direction greater than 15 degrees/at junctions with posts of different fence types;

30MPA/19mm Aggregate reinforced concrete foundations to civil engineer's detail
1000 x 1000 x 1000mm deep with top 100mm below natural ground level.

Note: Ground around fence foundations to be checked to ensure that it is suitable for fence stability. The
selected subcontractor is to point out to the main contractor any ground that he suspects does not
attain a 90% compaction ratio.

Finish
e Steel Palisade finish - hot dipped galvanized finish unpainted.

GUARANTEE: GALVANISING TO BE IN ACCORDACE WITH SANS 121 TO MINIMUM AVERAGE
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Bonza Bay Road, Beacon Bay,

East London, 5241

This drawing is property of Intsika Architects (Pty) Ltd. Copyright is reserved by them and
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disclosed to any unauthorized person, with consent of Intsika Architects (Pty) Ltd.

GENERAL NOTES

The contractor is to keep a full set of drawings on site, contractor is responsible for the
correct setting out of the building on site with reference to boundaries and building lines,
contractor to verify all levels and dimensions on site and check same against architects
and engineers drawings before commencing work. Figured dimensions to be used in
preference to scaled dimensions, large scale details to be used were available, errors,
discrepancies or omissions are to be reported to the architect immediately for clarification
before work is undertaken.

1st Floor, Leadwood House, Cedarsquare 9

These drawings are to be read in conjunction with structural engineers, civil engineers,
mechanical engineer’s or plumbing consultant’s drawings were specified.

All work and material used to comply with SABS standards and NATIONAL BUILDING
REGULATIONS SANS 10400 and amendments thereto as well as the by-laws of the
relevant local authority.

All new construction HEALTH AND SAFETY Requlations to be strictly complied with.
REVISIONS

RevID ChID | Change Name Date

PROJECT TEAM
Project Managers:

Engineering Advice & Services
73 Heugh Road

] Walmer

et Port Elizabeth, 6070

Tel: 041 581 2421

Marcus Niemand
marcus@easpec.co.za

Architect: Intsika Architects
1st Floor, Office 4A

7 Leadwood House,
Cedar Square, Bonza Bay Road,
~rhite—~+c Beacon Bay, East London 5241
o 77 Tel: 043726 7786
Cell: 082 872 8748
Rob Gillard
rob@intsika.com

Quantity Surveyors: pyjana Baxter & Associates
30 Chamberlain Road,
Berea, East London 5241
Tel: 043 721 0984
R RERE]  Cell: 083 284 2488

p————V 1y g =1 (g
mark@pba.co.za

CSE Consulting Engineers
7B Derby Road, Berea, East
London 5241

Tel: 043 726 3565

JPC van Wyk
el@cse-consult.co.za

Structural Engineers: zNM Consulting Civil &
Structural Engineers
X 8A Bonza Bay Road,
B M T} Beacon Bay,
L mm East London 5241
ETHEIEMEEETEEEELE To|: 087 350 4035
Cell: 086 608 3511
Mzukisi Mashaba
mzukisi@znmeng.co.za
Electrical & Mechanical Engineers:

Carifro Consulting Engineers
CARIFRO Tel: 043 743 8266
el 8 Mechunial Consitn Cell: 082 900 7514
Mechele Rivarola

mikeriv@carifro.com

CONTRACTOR

CLIENT

PO Box 5458, Greenfields
East London, 5208

Lower Chester Road
Sunnyridge, 5201
East London, South Africa

Tel: +27(0)437028200
Fax:+27(0)437366405

east london idz

business streamlined
Gary Whittaker

Project Manager

Tel: 043 7028247

Cell: 082 34632299

E-mail: gary@elidz.co.za

OE discipline leader Date
Architect:

Signed

Civil Engineer:

Structural Engineer:

Mechanical Engineer:

Electrical Engineer:

PROJECT

MANUFACTURING FACILITY - IW4
IN ZONE 1A
EB-DRG-11-20-2Z1A

LOCATION
ERF NO: 60948 & 60950

IDZ EAST LONDON
ISSUED FOR

TENDER

DRAWING
PALISADE FENCE

PROJECT NO. 252

DRAWING NO. GA 05-8.1

Scale: See Drawing

Date: 2021/06/03

DRAFTING AND DESIGN TEAM

Drawn by: AT

Checked by: R.G|
APPROVAL DRAWING

SACAP No. 21345
SAIA No. 8545

Signed: Date:
Practice: Intsika Architects SAIA No. P13725

Name: J.J. Gouws

GA 05-8.1 REV

\\DATASERVER\Data\Projects\252 ELIDZ DraegeARCHI CAD\ELIDZ - DRAEGER_14-04-2021.pIn




	GA 05-8.1 PALISADE FENCE

