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NOTES:

1. SITE DIMENSIONS TO BE VERIFIED BEFORE

COMMENCEMENT  OF WORKS

2. CONCRETE MIX:

   REINFORCED CONCRETE BASES - 25MPa/19mm STONE

    STRIP FOOTING - 20MPa/19mm STONE

    COLUMNS - 30MPa/19mm STONE

    BLINDING - 15MPa/19mm STONE

3. FORMED SURFACES SHALL BE SMOOTH OFF-SHUTTER,

UNLESS HIDDEN

4. THE CONTRACTOR MUST REMOVE ALL FOREIGN

MATERIAL AND LOSE SILT FROM PLATFORMS BEFORE

CONSTRUCTION COMMENCES

5. TRIM PLATFORMS TO CORRECT LEVELS AND DISPOSE OR

FILL WITH IMPORTED NATURAL GRAVEL OF G7 QUALITY

AND COMPACT TO 93% MOD AASHTO DENSITY

6. FOUNDATIONS TO WALLS TO BE 600x300 UN-REINFORCED

STRIP FOOTING U.N.O.

7. THIS DRAWING TO BE READ IN CONJUNCTION WITH

ARCHITECTS' DRAWINGS

8. ENGINEER TO APPROVE REINFORCEMENT PRIOR TO

CASTING

9. ENGINEER TO INSPECT ALL FOUNDATIONS EXCAVATIONS

PRIOR TO POURING BLINDING

DEGREE OF ACCURACY:

 1. ALL CONCRETE WORK TO DEGREE ACCURACY II

 2. ALL SURFACES FORMED WITH SMOOTH SHUTTERING

  FOR OFF SHUTTER CONCRETE TO BE DEGREE OF

  ACCURACY I

BASE SCHEDULE

REF. BASE SIZE

STUB/ COLUMN

SIZE

B1

2250x2250x500

THICK

700x1000x1100 HIGH

STUB

B2

3700x3700x500

THICK

700x1000x2000 HIGH

STUB

B3

2500x1750x500

THICK

750x650x1100 HIGH

STUB

B4

2500x1750x500

THICK

750x650x1100 HIGH

STUB

B5

1500x1500x400

THICK

230x230 RC

COLUMN

B5A

2400x1500x400

THICK

230x230 RC

COLUMN

U.N.O. ALL BASES ARE SYMMETRICAL ON

CENTER LINES
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