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8 TOP OF SCREED & 3 TOP OF SCREED h -
WINDOW NUMBERS: W40 WINDOW NUMBERS: W41 WINDOW NUMBERS: W42 WINDOW NUMBERS: W43 WINDOW NUMBERS: W44
QUANTITY: 1 QUANTITY: 1 QUANTITY: 1 QUANTITY: QUANTITY: 1
1008 983 1008 ‘ 1500 L 1500
External Extjrnal EXTERNAL WINDOWS
E\% S " = % S - All windows to have BLACK powder coated aluminium sections to later
specification (50 - 100y thick) and all joints are to be mechanically jointed
and adequately sealed with an approved sealant.
Internal Internal - All external windows to be glazed with S10 Green glass panels,
in strict accordance with the current NBR Part N, SABS 0137/2000 Code of
Entrance Lobby 1 gg;@:ﬁ!ﬁfﬂ: 5|_1| ;Evc‘:’f(zllﬁ':EC’VS?ALS ARE Practice: "The Installation of Glazing in Buildings", SABS 0400, SABS 1263
and AAAMSA Selection Guide for Safety Glazing Materials as amended.
S IN PLACE. IF NOT IN PLACE- REPLACE. REMOVE W48 REMOVE W54 AND W55 - Allow for Grahamstown ironspot FBA facebrick, brick-on-edge, window
e SERVICE ALL CHECK IF ALL SEALS ARE SERVICE ALL CHECK IF ALL SEALS ARE sills with wrap around DPC's.
= i ’ REMOVE WINDOW 47 IN PLACE. IF NOT IN PLACE- REPLACE. IN PLACE. IF NOT IN PLACE- REPLACE. - See window schedule for specifications: SCH-8001
Entrance Lobby 1 - All openings to be checked on site prior to fabrication.
ntrance Lobby 3105 3000 3000 3000 - Design to be approved by Architect prior to fabrication.
ﬁ& Provide openings to suit 1008 983 1008 1500 1500 1017 967 1017 INTERNAL WINDOWS
and seal security
= equipment. - All windows to have BLACK powder coated aluminium sections to later
specification (50 - 100y thick) and all joints are to be mechanically jointed
3105 - All internal windows to be glazed with clear glass, in strict accordance with
. . . $10 Green glass. Pushdown $10 Green glass. — — = the current NBR Part N, SABS 0137/2000 Code of Practice: "The
Provide oo to suit Foyer 2 g o Sliding door ¢ Poaminium || pluminium ||| Suminium 8 Installation of Glazing in Buildings", SABS 0400, SABS 1263 and
uipment - - AAAMSA Selection Guide for Safety Glazing Materials as amended.
o ) 8 8 - See window schedule for specifications: SCH-8001
< S — ] - All openings to be checked on site prior to fabrication.
- Design to be approved by Architect prior to fabrication.
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WINDOW NUMBERS: W47, W49, W51, W52, W53 WINDOW NUMBERS: W48, W50 WINDOW NUMBERS: W54, W55
557 930 1060 558 o QUANTITY: 5 QUANTITY: 2 QUANTITY: 2
N 3105 o
2700 — 975 , 825 , 825 975
3 Clear glass Clear glass 3 2 Internal internal Intemnal
) ﬁ S g g
L bh ~ d N Electrically controlled single glazed
- - , 900 L | 900 , one-directional mantrap booth door
2 o External with top cover coloured indicator lamps,
External External powder coated mild steel enclosure,
8 bolted to concrete base with 4No. M12
8 x 75mm anchor bolts and connected to
220V AC single phase power supply.
Provide opevgngs Provide openings
e to suit'and seal to’suit and|seal e
2 security /security 2 :;orf\mc:(r;gery bx ?anuffcturer.
equipment, | \ Provide openings equipment. 1800 1800 1000 drawing EL/DIAIC. 2000, for
\ to suit and seal 2700 975 825 825 975 left/right hand door swing.
‘ security 900 Magnetic lock and Biometric
— >\ equipment. / — W access where indicated.
[=] o
S 2 Bullet ] < Access control by security
8 ullet proo 0 0 personnel, where indicated.
= TOP OF SCREED — ¢ glazing < Szed b S;ﬁed To specialist specifications and
& & details.
- — - 7 — - g 2 g
8 $10 Green glass. N N « Bullgt proof
WINDOW NUMBERS: W45 WINDOW NUMBERS: W46 o §10 Green glass. . §10 Green glass. glazing
QUANTITY: 1 QUANTITY: 1 g TOP OF SCREED 3 N 3 /
RETAIN MAIN FRAME AND REMOVE DOORS AT MID RETAIN MAIN FRAME AND REMOVE DOORS AT MID v /
SECTION . SERVICE ALL CHECK IF ALL SEALS ARE IN SECTION . SERVICE ALL CHECK IF ALL SEALS ARE IN - - - - - - - - - - - - -
WINDOW NUMBERS: W56 WINDOW NUMBERS: W57 WINDOW NUMBERS: W58 GLAZED DOOR
QUANTITY: 1 QUANTITY: 1 QUANTITY: 1 NUMBERS: D01, D02, DO3, D04, DOS
MODIFY FIXED SECTION / REPLACE MODIFY FIXED SECTION / REPLACE MODIFY FIXED SECTION / REPLACE QUANTITY: 5
CHANGE TO SLIDING SECTION TO FIT WITH OPENABLE SIDELIGHT WITH OPENABLE SIDELIGHT
2700MM WIDE X 1020MM HIGH
SERVICE ALL CHECK IF ALL SEALS SERVICE ALL CHECK IF ALL SEALS
SERVICE ALL CHECK IF ALL SEALS ARE IN ARE IN PLACE. IF NOT IN PLACE- ARE IN PLACE. IF NOT IN PLACE-
PLACE. IF NOT IN PLACE- REPLACE. REPLACE. REPLACE.
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