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accordance to manufacture'e details and specification.

Hulett Aluminium Industrial 7 natural
embossed 0.9mm thick roof sheeting
in single length sheets where
possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Steel Roof Structure
to Engineer's Detail
and Specification.

300mm Dia . Stainless Steel Bullnose Surround Detail- REMOVE

Brick on Edge Copin- REMOVE

New Suspended Floor
to Engineer's Detail
with Vinyl Tiles Finish

Existing 100mm
Concrete Storm Water
Channel

Existing 490mm High
500mm dia RC Stub
Column to Engineer's
Detail

Existing 100mm dia
Stainless Steel Roof
Strut Engineer's Detail

Existing 270mm Cavity
Wall. Maize Travertine
facebrick with Square
ruled joints. (as per wall
notes)

ALL WINDOWS TO
HAVE ALUMINIUM
FRAMES WITH BRICK
ON EDGE WINDOW
SILLS AS PER
WINDOW SCHEDULE

Existing 270mm Cavity Wall. Maize
Travertine facebrick with Square ruled
joints. (as per wall notes)

Stainless Steel Triming ( Detail 6)

Natural Sandstone classing laid with
horizontal and vertical joints-
Remove

New Hoist to
Engineer's Detail
and
Specification.
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New Suspended Floor
to Engineer's Detail
with Vinyl Tiles Finish

Existing 1000mm Concrete
Storm Water Channel. Width
adjusted and confirmed to
control runoff from new and
existing roof.

Existing 490mm High
500mm dia RC Stub Column
to Engineer's Detail

Existing 100mm dia
Stainless Steel Roof Strut
Engineer's Detail

Existing 270mm Cavity
Wall. Maize Travertine
facebrick with Square
ruled joints. (as per wall
notes)

ALL WINDOWS TO HAVE
ALUMINIUM FRAMES
WITH BRICK ON EDGE
WINDOW SILLS AS PER
WINDOW SCHEDULE

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

Hulett Aluminium Industrial 7 natural
embossed 0.9mm thick roof sheeting in
single length sheets where possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

Hulett Aluminium Industrial 7
natural embossed 0.9mm
thick roof sheeting in single
length sheets where
possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Steel Roof Structure
to Engineer's Detail
and Specification.

Brick on Edge Copin- Remove

300mm Dia . Stainless Steel
Bullnose Surround Detail-
REMOVE

Existing 270mm Cavity Wall.
Maize Travertine facebrick with
Square ruled joints. (as per wall
notes)

Stainless Steel Triming ( Detail 6)

Natural Sandstone classing laid
with horizontal and vertical joints-
Remove

Suspended Ceilings to match
existing.
Everite vinyl cladding lay-in grid
ceiling system with 1195 x
595mm thick straight edged
white embossed Nutec tiles.
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FTE- 2

FA- 22m2

FF- Carpet Tiles
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New Suspended Floor
to Engineer's Detail
with Vinyl Tiles Finish

Existing 1000mm Concrete
Storm Water Channel. Width
adjusted and confirmed to
control runoff from new and
existing roof.

Existing 490mm High
500mm dia RC Stub Column
to Engineer's Detail

Existing 100mm dia
Stainless Steel Roof Strut
Engineer's Detail

ALL WINDOWS TO HAVE
ALUMINIUM FRAMES
WITH BRICK ON EDGE
WINDOW SILLS AS PER
WINDOW SCHEDULE

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

NEW Hulett Aluminium Industrial 7 natural
embossed 0.9mm thick roof sheeting in
single length sheets where possible. To
Match Existing

Steel Roof Structure
to Engineer's Detail
and Specification.

NEW Steel Roof Structure to
Engineer's Detail and Specification.
Steel structure to tie into existing
steel structure.

New- Nutec Ceiling

Existing 270mm Cavity Wall. Maize
Travertine facebrick with Square ruled
joints. (as per wall notes)Stainless Steel Triming ( Detail 6)

Natural Sandstone classing laid with
horizontal and vertical joints-
Remove

New Hoist to
Engineer's Detail
and
Specification.

Stainless Steel Bullnose Surround-(
Detail 6)- REMOVE and make good by
plaster and paint.

Suspended Floor
as per
Engineer's Detail
and
Specifications

Connection detail
as per Engineer's
Detail
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A Building Section (Diamond Factory) 1:100
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Suspended Ceilings to match
existing.
Everite vinyl cladding lay-in grid
ceiling system with 1195 x
595mm thick straight edged
white embossed Nutec tiles.

ED34

1,
50
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10
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Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

Hulett Aluminium Industrial 7 natural embossed 0.9mm
thick roof sheeting in single length sheets where possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil. Installed
with saddles in nunde purlin installation, supported with H or T
sections along longitudinal joints. Installed strictly in
accordance to manufacture'e details and specification.

Hulett Aluminium Industrial 7 natural
embossed 0.9mm thick roof sheeting
in single length sheets where
possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Steel Roof Structure
to Engineer's Detail
and Specification.

300mm Dia . Stainless Steel Bullnose Surround Detail- REMOVE

Brick on Edge Copin- REMOVE

New Suspended Floor
to Engineer's Detail
with Vinyl Tiles Finish

Existing 100mm
Concrete Storm Water
Channel

Existing 490mm High
500mm dia RC Stub
Column to Engineer's
Detail

Existing 100mm dia
Stainless Steel Roof
Strut Engineer's Detail

Existing 270mm Cavity
Wall. Maize Travertine
facebrick with Square
ruled joints. (as per wall
notes)

ALL WINDOWS TO
HAVE ALUMINIUM
FRAMES WITH BRICK
ON EDGE WINDOW
SILLS AS PER
WINDOW SCHEDULE

Existing 270mm Cavity Wall. Maize
Travertine facebrick with Square ruled
joints. (as per wall notes)

Stainless Steel Triming ( Detail 6)

Natural Sandstone classing laid with
horizontal and vertical joints-
Remove

New Hoist to
Engineer's Detail
and
Specification.

BOARDROOM

ENTRANCE LOBBY
FA
FF

PASSAGE
FF- VINYL TILES

PASSAGE
FF- VINYL TILES
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New Suspended Floor
to Engineer's Detail
with Vinyl Tiles Finish

Existing 1000mm Concrete
Storm Water Channel. Width
adjusted and confirmed to
control runoff from new and
existing roof.

Existing 490mm High
500mm dia RC Stub Column
to Engineer's Detail

Existing 100mm dia
Stainless Steel Roof Strut
Engineer's Detail

Existing 270mm Cavity
Wall. Maize Travertine
facebrick with Square
ruled joints. (as per wall
notes)

ALL WINDOWS TO HAVE
ALUMINIUM FRAMES
WITH BRICK ON EDGE
WINDOW SILLS AS PER
WINDOW SCHEDULE

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

Hulett Aluminium Industrial 7 natural
embossed 0.9mm thick roof sheeting in
single length sheets where possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

Hulett Aluminium Industrial 7
natural embossed 0.9mm
thick roof sheeting in single
length sheets where
possible.

Steel Roof Structure
to Engineer's Detail
and Specification.

Steel Roof Structure
to Engineer's Detail
and Specification.

Brick on Edge Copin- Remove

300mm Dia . Stainless Steel
Bullnose Surround Detail-
REMOVE

Existing 270mm Cavity Wall.
Maize Travertine facebrick with
Square ruled joints. (as per wall
notes)

Stainless Steel Triming ( Detail 6)

Natural Sandstone classing laid
with horizontal and vertical joints-
Remove

Suspended Ceilings to match
existing.
Everite vinyl cladding lay-in grid
ceiling system with 1195 x
595mm thick straight edged
white embossed Nutec tiles.

ED34

1,5
00

2,1
00

Existing
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W35
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250mm x 700mm Concrete
Foundation to Engineer's
Specification
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PROJECT  MANAGEMENT
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A Building Section (Diamond Factory) 1:50

B Building Section (Diamond Factory) 1:50
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New Suspended Floor
to Engineer's Detail
with Vinyl Tiles Finish

Existing 1000mm Concrete
Storm Water Channel. Width
adjusted and confirmed to
control runoff from new and
existing roof.

Existing 490mm High
500mm dia RC Stub Column
to Engineer's Detail

Existing 100mm dia
Stainless Steel Roof Strut
Engineer's Detail

ALL WINDOWS TO HAVE
ALUMINIUM FRAMES
WITH BRICK ON EDGE
WINDOW SILLS AS PER
WINDOW SCHEDULE

Installed 40mm thick rigid non- combustible lightweight
Factory Board as an aesthetical multipurpose under purlin
system of 60kg/m3 density with white metalized foil.
Installed with saddles in nunde purlin installation, supported
with H or T sections along longitudinal joints. Installed
strictly in accordance to manufacture'e details and
specification.

NEW Hulett Aluminium Industrial 7 natural
embossed 0.9mm thick roof sheeting in
single length sheets where possible. To
Match Existing

Steel Roof Structure
to Engineer's Detail
and Specification.

NEW Steel Roof Structure to
Engineer's Detail and Specification.
Steel structure to tie into existing
steel structure.

New- Nutec Ceiling

Existing 270mm Cavity Wall. Maize
Travertine facebrick with Square ruled
joints. (as per wall notes)Stainless Steel Triming ( Detail 6)

Natural Sandstone classing laid with
horizontal and vertical joints-
Remove

New Hoist to
Engineer's Detail
and
Specification.

Stainless Steel Bullnose Surround-(
Detail 6)- REMOVE and make good by
plaster and paint.

Suspended Floor
as per
Engineer's Detail
and
Specifications

Connection detail
as per Engineer's
Detail

BUSINESS UNIT- ESTATE
MGT

STORE- SECURE FILES
FTE- 3

FA- 12M2

FF- Vinyl

STORE
FA
FF

SERVICE AREA
FA
FF

OFFICE
FA- 12m2

FF- Vinyl Tiles

CLEANING
ROOM

FA
FF

MALE
ABLUTION

FA
FF

FEMALE
ABLUTION

FA
FF

RECEPTION
FA
FF

SERVER
ROOM

FA
FF

ENTRANCE LOBBY
FA
FF

KITCHEN
FA- 35M2

FF

INFORMAL LOUNGE/ EATING
AREA

FA- 20m2

FF- Carpet Tiles
PLANT AREA

CONVERT THIS PART OF  EQUIPMENT AND PLANT
AREA TO ABLUTIONS AND SERVICE AREA

FA- 132M2

PLANT AREA
RETAIN AS EQUIPMENT

AND PLANT AREA
FA- M2

STORE
FA
FF VOID

C Building Section (Diamond Factory) 1:50

D Building Section (Diamond Factory) 1:100



GSPublisherVersion 0.7.100.100

DESCRIPTIONNo. DATE APPR

DRAWN

DRAWING
TITLE

PROJECT

DESIGNED CHECKED

CLIENT

SCALE DRAWING No.DATE Rev.

EAST LONDON IDZ

REFURBISHMENT OF DIAMOND POLISHING FACTORY INTO WALTER SISULU OFFICES

ELEVATIONS

HHUES HHUES RBAM 20/6/2022 AS SHOWN EL-IDZ- RDF11/21-13 0

6 5 4 3 2 1

5.744 5.744 3.110 5.130 6.580

NW03/P4

1.2
00

2.2
00

NW03/P5

1.2
00

2.2
00

NW03/P7

1.2
00

2.2
00

NW03/P6

1.2
00

2.2
00

NW03/P2

1.2
00

2.1
99

NW03/P1

1.2
00

2.1
99

NW03/P3

1.2
00

2.2
00

ND04/P2

1.2
00

2.9
00

NW06/P1

3.0
00

2.4
00

N M L K J H G F E2 E D2 D1 D C3 C2 C B1 B AA1 A1 A

ED32

0.8
80

2.1
00

ED33

0.9
00

2.1
00

ED16

0.9
00

2.1
00

ED19

0.9
00

2.1
00

W06 (CHANGE)

0.9
00

2.1
00

W07 (CHANGE)

1.8
00

2.1
00

W08(CHANGE)

0.9
00

0.9
00

W09 (CHANGE)

0.6
00

0.6
00

W10 (CHANGE)

0.6
00

0.6
00

W11 (CHANGE)

0.6
00

0.6
00

W12(CHANGE)

0.6
00

0.6
00

W13 (CHANGE)

0.6
00

0.6
00

NCWD - 001

1.5
00

3.0
00

W05 (CHANGE)

6.3
50

2.1
00

A A1 AA1 B B1 C C2 C3 D D1 D2 E E2 F G H J K L M N

W25(CHANGE)

0.6
00

0.6
00

W26(CHANGE)

0.6
00

0.6
00CWD - 003

1.5
00

3.0
00

NW02/P3

2.4
00

2.4
00

NW04/P1

1.8
00

2.4
00

NW02/P4

2.4
00

2.4
00

NW02/P7

2.4
00

2.4
00

NW02/P6

2.4
00

2.4
00

NW02/P8

2.4
00

2.4
00

NW02/P9

2.4
00

2.4
00

NW02/P10

2.4
00

2.4
00

NW02/P1

2.4
00

2.4
00

NW02/P12

2.4
00

2.4
00

ED43/P1

1.5
00

2.1
00

NW02/P20

2.4
00

2.4
00

NW04/P2

1.8
00

2.4
00

NW02/P17

2.4
00

2.4
00

NW02/P18

2.4
00

2.4
00

NW02/P19

2.4
00

2.4
00

NW02/P23

2.4
00

2.4
00

NW02/P16

2.4
00

2.4
00

NW02/P21

2.4
00

2.4
00

NW02/P13

2.4
00

2.4
00

NW02/P22

2.4
00

2.4
00

NW02/P15

2.4
00

2.4
00

NW02/P5

2.4
00

2.4
00

NW02/P1
2.4

00
2.4

00

W54 (RETAIN EXISTING LOUVRE)

3.0
00

1.2
00

NW02/P24

2.4
00

2.4
00

1 2 3 4 5 6

6.580 5.130 3.110 5.744 5.744

W02 (Retain)

6.3
03

7.9
77

CWD - 002

1.5
00

3.0
00

CWD - 003

1.5
00

3.0
00

NEW ROOF TO MATCH EXISTING

NW01/P2

1.2
00

3.0
00

NW01/P1

1.2
00

3.0
00

NW01/P3

1.2
00

3.0
00

NW01/P4

1.2
00

3.0
00

WSU East Elevation 1:100

WSU North Elevation 1:100

WSU South Elevation 1:100

WSU West Elevation 1:100


	A.003 EL IDZ: DIAMOND POLISHING FACTORY REFURBISHMENT INTO OFFICES 
	A.003.1 GROUND STOREY LEVEL
	A.003.2 FIRST STOREY LEVEL
	A.003.3 SECTIONS & VIEWS
	A.003.4 SECTION A AND B
	A.003.5 SECTION C AND D
	A.003.6 ELEVATIONS


