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WINDOW NUMBERS: wo1 RETAIN WINDOW. WINDOW NUMBERS: wo2 :Eﬁtié\EE IN PLACE. IF NOT IN PLACE- WINDOW NUMBERS: wo3 WINDOW NUMBERS: wo4
QUANTITY: 1 SERVICE ALL CHECK IF QUANTITY: 1 ' QUANTITY: 1 QUANTITY: 1
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IN PLACE. IF NOT IN PLACE- REPLACE.
MODIFY WINDOW.
SERVICE ALL CHECK IF ALL SEALS ARE IN PLACE. IF NOT
IN PLACE- REPLACE.
ADD 5 OPENABLE SECTIONS TO SPEACIALIST DETAIL.
REPLACE WITH CURTAIN WALL OPENING 900 X 2090 MM
HIGH WITH OPENABLE BOTTOM HUNG SECTIONS.
925 900 900 900 900 900 925 900 900 P 900 900 600 1014 1039 _\959 ‘ 1039 1039 1039 1064 EXTERNAL WINDOWS
g External Extemnal Enlu Internal Intemnal \ 3 Marking Room - All windows to have BLACK powder coated aluminium sections to later
‘5-; specification (50 - 100y thick) and all joints are to be mechanically jointed
S % — g Eﬁ g g = = = = and adequately sealed with an approved sealant.
PSS | - All external windows to be glazed with S10 Green glass panels,
900 ] in strict accordance with the current NBR Part N, SABS 0137/2000 Code of
) Practice: "The Installation of Glazing in Buildings", SABS 0400, SABS 1263
Internal Internal intemal External External Manager's Offi ' ’
nierna ema ger e and AAAMSA Selection Guide for Safety Glazing Materials as amended.
"SheerLine" Sheerwall Cw90 Structural "SheerLine" Sheerwall Cw90 Structural "SheerLine" Sheerwall Cw90 Structural - Allow for Grahamstown ironspot FBA facebrick, brick-on-edge, window
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SEALS ARE IN PLACE. IF NOT IN PLACE-
REPLACE. WINDOW NUMBERS: W05 WINDOW NUMBERS: W06 WINDOW NUMBERS: wo7 WINDOW NUMBERS: wos WINDOW NUMBERS: W09, W10, W11, W12, W13, W14, WINDOW NUMBERS: w27
QUANTITY: 1 QUANTITY: 1 QUANTITY: 1 QUANTITY: 1 W15, W16, W17, W18, W19, W20, QUANTITY: 1
MODIFY WINDOW. RETAIN WINDOW. SERVICE ALL CHECK IF ALL SEALS ARE IN PLACE. IF NOT IN RETAIN WINDOW. SERVICE ALL CHECK IF ALL SEALS RETAIN WINDOW. SERVICE ALL CHECK IF ALL SEALS W21, W22, W23, W24, W25, W26,
SERVICE ALL CHECK IF ALL SEALS ARE IN PLACE- REPLACE. ARE IN PLACE. IF NOT IN PLACE- REPLACE. ARE IN PLACE. IF NOT IN PLACE- REPLACE. W59
ADD 5 OPENABLE SECTIONS T0 SPEAGIALIST MODIFY WINDOW. MODIFY WINDOW MODIFY WINDOW QUANTITY:
DETAIL. SERVICE ALL CHECK IF ALL SEALS ARE IN PLACE. IF NOT IN PLACE- REPLACE. SERVICE ALL CHECK IF ALL SEALS ARE IN PLACE. IF SERVICE ALL CHECK IF ALL SEALS ARE IN PLACE. IF REPLACE/ CHANGE/ MODIFY - AT MAIN BUILDING WO09;

REPLACE WITH CURTAIN WALL OPENING 6350
X 2090 MM HIGH WITH OPENABLE BOTTOM
HUNG SECTIONS.

ADD 5 OPENABLE SECTIONS TO SPEACIALIST DETAIL.

REPLACE WITH CURTAIN WALL OPENING 900 X 2090 MM HIGH WITH OPENABLE
BOTTOM HUNG SECTIONS.

NOT IN PLACE- REPLACE.
ADD 5 OPENABLE SECTIONS TO SPEACIALIST DETAIL.

REPLACE WITH CURTAIN WALL OPENING 900 X 2090
MM HIGH WITH OPENABLE BOTTOM HUNG SECTIONS.

NOT IN PLACE- REPLACE.
ADD 5 OPENABLE SECTIONS TO SPEACIALIST DETAIL.

REPLACE WITH CURTAIN WALL OPENING 900 X 2090
MM HIGH WITH OPENABLE BOTTOM HUNG SECTIONS.

W10;W11;W12;W13; W14; W15; W16;W17;W18; W19; W20; W21; W25;

W26

REMOVE WINDOW AT MAIN BUILDING - W22; W23;W24 AND

REPLACE WITH WIDER SECTIONS- NW03/P1-P3
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