NOTE:

Dimensions shown are actual brickwork opening
sizes.

All dimensions to be checked and verified

on site prior to manufacture.
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2,137

NOTE:

Dimensions shown are actual brickwork opening
sizes.

All dimensions to be checked and verified

on site prior to manufacture.

3,174

NOTE:

Dimensions shown are actual brickwork opening
sizes.

All dimensions to be checked and verified

on site prior to manufacture.

NOTE:

Dimensions shown are actual brickwork opening
sizes.

All dimensions to be checked and verified

on site prior to manufacture.

DOOR NO POSITION | DOOR TYPE QUANTITY] DOOR NO POSITION | DOOR TYPE QUANTITY] DOOR NO POSITION DOOR TYPE QUANTITY] DOOR NO POSITION | DOOR TYPE QUANTITY]
D17A/P1 OFFICE | SLIDING INTERNAL DOOR 1 D17B/P1 BOARDROOM | INTERNAL DOOR 1 D18/P1 CONTROL ROOM | INTERNAL DOOR 1 D19/P1 STORE INTERNAL DOOR 1
SPECIFICATION: SPECIFICATION: DESCRIPTION DESCRIPTION

Wispeco Aluminium 30000X Aluminium Door with Glass or equal and approved top
hung sliding and stacking powder coated (50 - 100y thick) aluminium door (complying
with AAAMSA performance criteria A2), size 2400.00 x 2,400.00mm high x 44mm thick
glazed with 6.38mm laminated safety glass in accordance with NBR part N, SABS
0137 Edition 3 2000, SABS 0400, SABS 1263 and AAAMSA selection guide for safety
glazing materials fixed inside jambs of opening.

Coupled to 600mm wide alumimium window with NO Top hung sections.
FRAME:

WISPECO aluminium frame/ equal and approved
(No timber subframe: NK26 stiffening mullion by specialist if required), or equal
approved.

GLAZING:
6.38 mm laminated safety glazing to fixed and opening sections.

Wispeco Aluminium 30000X Aluminium Door with Glass or equal and approved top
hung sliding and stacking powder coated (50 - 100 thick) aluminium door (complying
with AAAMSA performance criteria A2), size 2400.00 x 2,400.00mm high x 44mm thick
glazed with 6.38mm laminated safety glass in accordance with NBR part N, SABS
0137 Edition 3 2000, SABS 0400, SABS 1263 and AAAMSA selection guide for safety
glazing materials fixed inside jambs of opening.

Coupled to 400mm wide alumimium window with NO Top hung sections.

FRAME:

WISPECO aluminium frame/ equal and approved

(No timber subframe: NK26 stiffening mullion by specialist if required), or equal

approved.

GLAZING:
6.38 mm laminated safety glazing to fixed and opening sections.

900 x 2100 mm High aluminium hinged pivot door with NO side light panes. Leaf hung on Dorma BTS 80
with 90 deg hold open option.

FRAME SECTION
Wispeco Aluminium 38MM Section

GLAZING:

Side Panes

6.38 mm clear Laminated safety glazing to fixed and opening sections on side panes.
Door

6.38mm Laminated Safety Glass

FINISH:
Black powder coated 25 micron.

900 x 2100 mm High aluminium hinged pivot door with NO side light panes. Leaf hung on Dorma BTS 80
with 90 deg hold open option.

FRAME SECTION
Wispeco Aluminium 38MM Section

GLAZING:

Side Panes

6.38 mm clear Laminated safety glazing to fixed and opening sections on side panes.
Door

6.38mm Laminated Safety Glass

FINISH:
Black powder coated 25 micron.

FINISH: FINISH:
Black powder coated 25 micron. Black powder coated 25 micron.
EXTRAS: EXTRAS:
nil nil
EXTRAS: EXTRAS:
nil nil
NOTE: NOTE: NOTE: NOTE:
100, 2,260 100, 2,260 50,,50 1,837 p D_imensions shown are actual brickwork opening 50, 2,300 100, 2300 100, 2360 100, 2300 90**520[2? 1200 50 D_imensions shown are actual brickwork opening Dimensions shown are actual brickwork opening Dimensions shown are actual brickwork opening
T iﬁﬁr‘nensions to be checked and verified T i\lﬁ?ﬂ?r.nensions to be checked and verified iﬁ?ﬂ?r.nensions to be checked and verified iﬁ?ﬂ?r.nensions to be checked and verified
on site prior to manufacture. on site prior to manufacture. on site prior to manufacture. on site prior to manufacture.
DOOR NO POSITION | DOOR TYPE QUANTITY| DOOR NO POSITION | DOOR TYPE QUANTITY| DOOR NO POSITION | DOOR TYPE QUANTITY| DOOR NO POSITION | DOOR TYPE QUANTITY|
D20/P1 OFFICE INTERNAL AL. DOOR AND COUPLED WINDOW 1 D21/P1 OFFICE INTERNAL AL. DOOR AND COUPLED WINDOW 1 DXX/P1 OFFIGE INTERNAL DOOR 1 DXX/P1 OFFIGE INTERNAL DOOR
DESCRIPTION DESCRIPTION
900 x 2100 mm High aluminium Double hinged door with 1 X 600mm Side light panels coupled to Curtain 900 x 2100 mm High aluminium Double hinged door with 1 X 600mm Side light panels coupled to Curtain
Wall. Leaf hung on Dorma BTS 80 with 90 deg hold open option. Wall. Leaf hung on Dorma BTS 80 with 90 deg hold open option. 1

FRAME SECTION
Wispeco Aluminium 38MM Section

GLAZING:

Side Panes

6.38 mm clear Laminated safety glazing to fixed and opening sections on side panes.
Door

6.38mm Laminated Safety Glass

FINISH:
Black powder coated 25 micron.

EXTRAS:
nil

FRAME SECTION
Wispeco Aluminium 38MM Section

GLAZING:

Side Panes

6.38 mm clear Laminated safety glazing to fixed and opening sections on side panes.
Door

6.38mm Laminated Safety Glass

FINISH:
Black powder coated 25 micron.

EXTRAS:
nil
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