{ QUANTITY TOTAL|S | (LOCATION Storage Cage Gate

Single gate
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Top of Cage 800 25mmx25mmx3mm
galvanised mild steel

__—angle iron mesh panel
infill frame.

50mmx50mm
galvanised square infill
panel mesh welded to
angle iron.
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N e gate frame.

FFL it |™_2x Galvanised heavy

v 0 L i duty gate hinges fixed

into-the 230mm

Galv.\sliding lockable padbolt  brickwork wall.
and lock.
Provide drop bolt at bottom
witrh slot for open and closed
position. .
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e  After the gate has been fit contractor
has to take all necessary measures to
protect the unit from on site damage.

TYPICAL ELEVATION

FRAME TYPE:

e  Galvanised 100mmx100mm posts on 4mm flatplate.
e Bolted to existing floor with M10 bolts

GATE TYPE:

e 1000x1775 galv. mild steel gate.

e  50x50mm square tube frame with 25mmx25mm angle iron infill panels. Infill
panels with 50x50 gal. square welded mesh.

FINISH TO GATE AND FRAME:

e Galvanised mild steel gate. Any additional welded spots or holes to be
treated with cold galv to ensure rust proofing as far as possible.

GENERAL:

o |RONMONGERY: Heavy duty galv. Sliding bolt and locking eyes for padlock (heavy duty
padlock to be provided. )

e  NOTE:Specialist / Manufacturer to take on site measurements prior to manufacture.

No scaling to be done from schedule drawings.
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