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Demolition of 1600mm x2100mm external wall. fit new
door and make good the edges to ensure neat finish.
(Currently it's facebrick externally so a plaster band of

150mm might be required to cover up the demo damage)

New 230mm brickwork, plaster and
painted to close up existing

windows.

New 230mm facebrick wall.
Facebrick to match existing

'Maize Travertine'

Existing S/S detail band to
be removed where new

doors are proposed.

Existing S/S detail band to
be removed where new

doors are proposed.

Existing S/S bullnose detail band to be removed in order to cast
new proposed concrete slab as per engineers detal

Existing S/S bullnose detail band to be removed in order to cast
new proposed concrete slab as per engineers detal

Existing S/S bullnose detail band to be removed in order to cast
new proposed concrete slab as per engineers detal

Existing Brickwork balustrade to be demolished Existing Brickwork balustrade to be demolished Existing Brickwork balustrade to be demolished

New 230mm facebrick wall.
Facebrick to match existing

'Maize Travertine'

New 230mm facebrick wall.
Facebrick to match existing

'Maize Travertine'

Existing 'Maize Travertine' Existing 'Maize Travertine'
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Existing Sandstone cladding to be removed.  Area Plastered with a Coprox additive, primed and painted.
Colour swatches needed of the following colours: Plascon 1) Stone Statue O7-E1-4 2) Rancho Santa Fe

R7-E1-2 3) Carved Stone O6-E1-4

Existing Sandstone cladding to be removed.  Area Plastered with a Coprox additive, primed and painted.
Colour swatches needed of the following colours: Plascon 1) Stone Statue O7-E1-4 2) Rancho Santa Fe

R7-E1-2 3) Carved Stone O6-E1-4

Global Roofing Solutions:
The roof sheeting to be GRS AZ200 Klip-Tite 700 concealed - Fix

profile- formed in continuous lengths and cut to length by
pneumatic cut-off process. Colorbond African White (TBC)

Global Roofing Solutions:
The roof sheeting to be GRS AZ200 Klip-Tite 700 concealed - Fix

profile- formed in continuous lengths and cut to length by
pneumatic cut-off process. Colorbond African White (TBC)

New seamless aluminium
gutter, colour: dark grey, with
80mm aluminium downpipe
x 4 downpipes along length
of building facade.

New seamless aluminium
gutter, colour: dark grey, with
80mm aluminium downpipe
x 4 downpipes along length
of building facade.

New seamless aluminium
gutter, colour: dark grey, with
80mm aluminium downpipe
x 4 downpipes along length
of building facade.

New 230mm facebrick
wall. Facebrick to
match existing 'Maize
Travertine'

New 230mm facebrick
wall. Facebrick to
match existing 'Maize
Travertine'

New fibre cement
barge board, primed
and painted to match
new plaster paint wall
(bottom)

New fibre cement
barge board, primed

and painted to match
new plaster paint wall

(bottom)
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New 230mm brickwork, plaster and
painted to close up existing

windows.

New 230mm brickwork, plaster and
painted to close up existing

windows.

Existing
Window

Existing
Window

Existing
Window

Existing
Window

Existing
Window

Existing
Window

Existing
Window

Existing
Window

Existing
Window

Existing
Window Existing

Window

Existing
Shopfront

Existing
Shopfront

Existing
Shopfront

Existing
Shopfront

Existing 'Maize Travertine' Existing 'Maize Travertine'
Existing

Sandstone
cladding

Existing
Sandstone
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Sandstone
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New fibre cement fascia, primed
and painted to match new
plaster paint wall (bottom)

New fibre cement fascia, primed
and painted to match new
plaster paint wall (bottom)

New fibre cement fascia, primed
and painted to match new
plaster paint wall (bottom)

New 230mm facebrick
wall. Facebrick to
match existing 'Maize
Travertine'

New 230mm facebrick
wall. Facebrick to
match existing 'Maize
Travertine'

New fibre cement barge board,
primed and painted to match new
plaster paint wall (bottom)

New fibre cement
barge board, primed

and painted to match
new plaster paint wall

(bottom)

ABCDEFHKM L

5000

43 040

Existing
GF FFL

47 525

Existing
FF FFL

42 880

Walkway

43 040

Top of Lintel
43 040

Top of DH Aluminium

43 040
Top of existing FF

external slab

47 505

New  area
FF FFL

51 436

52 731

21
00

79
0

12
75

30
0

39
11

12
95

44
85

39
11

12
95

50 735
New FF Roof
Eave Height

70
1

32
10

New Curve
Apex

New FF
Roof  Apex

43 440

New raised
Data Hall FFL

40
0

43 040

Existing
GF FFL

47 525

Existing
FF FFL

42 880

Walkway

43 040

Top of Lintel
43 040

Top of DH Aluminium

43 040
Top of existing FF

external slab

47 505

New  area
FF FFL

51 436

New Curve
Apex

52 731

New FF
Roof  Apex

20
0

21
00

79
0

12
75

30
020

39
11

12
95

44
85

39
11

12
95

20
0 43 440

New raised
Data Hall FFL

CBA

Existing Sheets to be removed.
Global Roofing Solutions:

The roof sheeting to be GRS AZ200 Nu-Rib  pierced - Fix profile- formed in
continuous lengths and cut to length by pneumatic cut-off process. Cranked both

octave and concave as required.
Colorbond African White (TBC)

Existing Sheets to be removed.
Global Roofing Solutions:

The roof sheeting to be GRS AZ200 Nu-Rib  pierced - Fix profile- formed in
continuous lengths and cut to length by pneumatic cut-off process. Cranked both

octave and concave as required.
Colorbond African White (TBC)

Existing Sheets to be removed.
Global Roofing Solutions:

The roof sheeting to be GRS AZ200 Nu-Rib  pierced - Fix profile- formed in
continuous lengths and cut to length by pneumatic cut-off process. Cranked both

octave and concave as required.
Colorbond African White (TBC)
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New 230mm facebrick wall.
Facebrick to match existing

'Maize Travertine'

Existing S/S bullnose detail band to be removed in order to cast
new proposed concrete slab as per engineers detal

Existing
Shopfront

Existing
Shopfront

Existing
Shopfront

Existing Sandstone cladding to be removed.  Area Plastered with a Coprox additive, primed and painted.
Colour swatches needed of the following colours: Plascon 1) Stone Statue O7-E1-4 2) Rancho Santa Fe

R7-E1-2 3) Carved Stone O6-E1-4

Existing 'Maize Travertine'

Existing 'Maize Travertine'

Global Roofing Solutions:
The roof sheeting to be GRS AZ200 Klip-Tite 700 concealed - Fix

profile- formed in continuous lengths and cut to length by
pneumatic cut-off process. Colorbond African White (TBC)

New panel of aluminium to
be made to fill in the new
section above glass panel
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New fibre cement barge board,
primed and painted to match
new plaster paint wall (bottom)

New seamless aluminium gutter, colour: dark
grey, with 80mm aluminium downpipe x 4
downpipes along length of building facade.

New fibre cement fascia, primed
and painted to match new
plaster paint wall (bottom)

New mentis handrail around
services slab. Galvanised.

New reinforced slab to
engineers specifications and
details.  Edge drip detail
required.
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Existing Sheets to be removed.
Global Roofing Solutions:

The roof sheeting to be GRS AZ200 Nu-Rib  pierced - Fix profile- formed in
continuous lengths and cut to length by pneumatic cut-off process. Cranked both

octave and concave as required.
Colorbond African White (TBC)
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New 230mm facebrick wall.
Facebrick to match existing

'Maize Travertine'

Existing S/S bullnose detail band to be removed in order to cast
new proposed concrete slab as per engineers detal

Existing S/S detail band to
be removed where new

doors are proposed.

Existing 'Maize Travertine'

Existing 'Maize Travertine'

Existing Sandstone cladding to be removed.  Area Plastered with a
Coprox additive, primed and painted.

Colour swatches needed of the following colours: Plascon 1) Stone
Statue O7-E1-4 2) Rancho Santa Fe R7-E1-2 3) Carved Stone O6-E1-4

Global Roofing Solutions:
The roof sheeting to be GRS AZ200 Klip-Tite 700 concealed - Fix

profile- formed in continuous lengths and cut to length by
pneumatic cut-off process. Colorbond African White (TBC)

Existing
Sandstone cladding

Gap to be filled with brickwork wall,
thickness to match existing and sandstone
cladding removed used to fill the new
section to match existing cladding.

New seamless aluminium gutter, colour: dark grey,
with 80mm aluminium downpipe x 4 downpipes
along length of building facade.

New fibre cement fascia, primed
and painted to match new
plaster paint wall (bottom)

New fibre cement barge board,
primed and painted to match
new plaster paint wall (bottom)

New mentis handrail around
services slab. Galvanised.

New reinforced slab to
engineers specifications and
details.  Edge drip detail
required.
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Existing Sheets to be removed.
Global Roofing Solutions:

The roof sheeting to be GRS AZ200 Nu-Rib  pierced - Fix profile- formed in
continuous lengths and cut to length by pneumatic cut-off process. Cranked both

octave and concave as required.
Colorbond African White (TBC)
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