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revisions

The contractor is to keep a full set of drawings on site, contractor is responsible for the correct setting out
of the building on site with reference to boundaries and building lines, contractor to verify all levels and
dimensions on site and check same against architects and engineers drawings before commencing work.
Figured dimensions to be used in preference to scaled dimensions, large scale details to be used were
available, errors, discrepancies or omissions are to be reported to the architect immediately for
clarification before work is undertaken.

These drawings are to be read in conjunction with structural engineers, civil engineers, mechanical
engineer’s or plumbing consultant’s drawings were specified.

All work and material used to comply with SABS standards and NATIONAL BUILDING REGULATIONS
ACT 103 of 1977 and amendments thereto as well as the by-laws of the relevant local authority.

All new construction HEALTH AND SAFETY Regulations to be strictly complied with.

general notes

P.O BOX 11015
SOUTHERN WOOD
EAST LONDON
5213

56 BONZA BAY ROAD
BEACON BAY
5241

AS SHOWN

34931

DRAWING TITLE

Copyright vests in the Department of Public Works

ISSUED FOR TENDER

No    Date                                             Amendment                                             DPW

DATE

SCALE

REF NO.

CHECKED

DRAWN

DESIGNED

WCS NUMBER:

SERVICE

DISCIPLINE

CONSULTANT

PROJECT TEAM

W. DE LANGE/M.STEYN

34931-DET-003

TEL: (043) 722 2738
FAX: (043) 743 7698
Email: els@bvi.co.za

CIVIL

Architects :

Quantity Surveyors :

Structural Engineers :

Electrical & Mechanical Engineers :

BNM Architects
Suite 1 Lyndon, 114 Park Drive,
Central, Port Elizabeth
041 585-2125
Cobus Lombard
072 668 3980
cobusl@ud.bnm.co.za

Latitude Quantity Surveyors
123 Western Avenue
Vincent,
East London
Pierre Webber
082 926 0675
pwebber@latitudeqs.co.za

Kuyaduduma Consulting Engineers
30 East Bend Road, Beacon Bay
East London

Dean Posthumus
082 464 6738
dean@kceng.co.za

1 Malta Street, Glendinningvale,
Port Elizabeth
041 373 6729
Keith Simon
082 873 7303
kcsimon@kcs.co.za

BNM
ARCHITECTS
PROJECT MANAGERS

043 748 5711

Zutari Consulting Engineers
1 Pearce Street, Berea
East London

Kate Routledge
076 2514907
eastlondon@zutari.com

043 721 0900

M. McALLISTER

M. McALLISTER

SUBSOIL DRAIN DETAILS

008


	Sheets and Views
	Subsoil Drain dets


