LEGEND:

GRASSED AREAS

CONCRETE HARD STAND

AREAS WITH KERB EDGING

R.C WALL

PROPOSED REFUSE AREAS

BARRIER KERB FIG 3

;5o WATER METER CHAMBER
" WITH 50mm DIA. HELIX 4000

ISOLATING VALVE SABS 664

<
BSC/ [
END CAPL_

BUILDING SUPPLY CONNECTION / END CAP

AV

FIRE SPRINKLER MAIN PVCu
315mm DIA. CLASS 20

FH

-

FBC

—
—J

SKI - - -
swm- — HEEH — -

skl - — g — -

FIRE BOOSTER CONNECTION

60mm INTERLOCKING BOND PAVING

80mm INTERLOCKING BOND PAVEING

WATER MAIN 75mm DIA. PVCu CLASS 9

SPRINKLER ISOLATING VALVE SABS 664

110 DIA.——NN——1 10 DIA. NON-RETURN VALVE CHAMBER

FIRE HYDRANT WOODLANDS BYONET TYPE

FIRE MAIN 75 - 110mm DIA. CLASS 12

STORMWATER KERB INLET TYPE A

STORMWATER KERB INLET TYPE B

STORMWATER MANHOLE TYPE A

STORMWATER MANHOLE TYPE B

STORMWATER CATCHPIT / DROP INLET

ALL STORMWATER PIPEWORK
TO BE CLASS 100D

STORMWATER RELAX TANK

SEWER MAIN 160mm DIA. PVC CLASS 34

SEWER MANHOLES

97

43

general notes

The contractor is to keep a full set of drawings on site, contractor is responsible for the correct setting out
of the building on site with reference to boundaries and building lines, contractor to verify all levels and

dimensions on site and check same against architects and engineers drawings before commencing work.
Figured dimensions to be used in preference to scaled dimensions, large scale details to be used were

available, errors, discrepancies or omissions are to be reported to the architect immediately for
clarification before work is undertaken.

These drawings are to be read in conjunction with structural engineers, civil engineers, mechanical
engineer’s or plumbing consultant’s drawings were specified.

All work and material used to comply with SABS standards and NATIONAL BUILDING REGULATIONS
ACT 103 of 1977 and amendments thereto as well as the by-laws of the relevant local authority.

All new construction HEALTH AND SAFETY Regulations to be strictly complied with.
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