
CONCRETE PEDESTAL PAINTED
GOLDEN YELLOW B.S.S. 356

CONCRETE TAKEN
DOWN TO THIS LEVEL
WHERE h = LESS
THAN 600 mm
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ELEVATION OF PILLAR
SCALE 1:10

25/19 MPa CONCRETE BACKFILL MATERIAL TO 93% Mod ASHTO

SELECTED FILL MATERIAL
AS PER SABS 1200 LB

100mm SELECTED GRANULAR
MATERIAL AS PER SABS 1200 LB

TYPICAL TRENCH EXCAVATION 
SCALE 1:10
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SCALE  1:2

PLAN & LETTERING DETAIL
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SCALE  1:2

SECTION A - A
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25/13MPa PRECAST CONCRETE

AA

MARKER SET IN CONCRETE SURFACE

FLOW

TYPICAL VALVE CHAMBER FOR FIRE MAIN
SCALE 1:20

LEFT HAND CLOSING 150mm
FLANGED RESILIENT SEAL
GATE VALVE WITH CAP TOP

315mm mPVC
CLASS 20 PIPE

315mm mPVC
CLASS 20 PIPE

DN250 PN25 GATE VALVE

STANDARD PRECAST
CONCRETE VALVE
CHAMBER

CI FLANGED
ADAPTOR

DETAIL OF BOOSTER POINT
SCALE 1:10

TOP
OF CONCRETE

80

100 x 80mm SCREWED BUSHING
MUST BE USED WITH BOOSTER
CONNECTION AS PER MUNICIPAL
REQUIREMENTS

80 x 15 BAR
PRESSURE GAUGE

NOTE:

1. SUPPLY EACH SITE WITH THREE HYDRANT KEYS

2. TOP OF PEDESTAL OCTAGONAL WITH SIDES 100mm EACH

3. ALL BELOW GROUND GALVANISED STEEL PIPE WORK DENSO WRAPPED

CONCRETE PEDESTAL 25MPa/19mm
SMOOTH OF SHUTTER FINISH
PAINTED GOLDEN YELLOW B.S.S. 356

APPROVED, RIGHT ANGLE SHIELDED SPINDLE,
FIRE HYDRANT WOODLANDS TYPE AS PER
SABS 1128-2/SANS 1128-2

80 x 63mm Ø BRASS REDUCER
& TRANSITION COUPLER WITH BRASS MALE
THREAD & BRASS REDUCER BUSH TO SUIT
FIRE HYDRANT

4 x Y12 REINFORCEMENT BARS

80mm Ø 90° GALVANISED
LONG RADIUS BEND

HYDRANT "T" ON MAIN PIPELINE

80mm TAPERED THREAD FOR B.S.P

80mm Ø GALVANISED PIPEWORK
WATER MAIN Ø AS INDICATED ON PLAN

500mm min.

OR AS INDICATED ON DRAWING

DETAIL OF SINGLE FIRE HYDRANT
SCALE 1:10
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PLAN VIEW
SCALE 1:10

PLAN VIEW 
SCALE 1:10
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All dimensions and levels checked on site
by the Contractor and discrepancies reported
to the Architect before any work commenced.

This drawing is to be read in conjunction with all
other drawings including those of Consultants and/
or Bills of Quantities and/or specification issued for
this project.

Scaled dimensions are not to be used for construction.
Should there be any discrepancies or lack of dimensions
the Architects are to be contacted for clarification.

Only drawings numbered 200 WD and upwards and showing
the latest revisions are to be used for construction.
All previously issued drawings are to be destroyed.

The Architects reserve the copyright on this drawing.

This drawing is only to be used for the project and
site for which it was prepared.

No setting out is to commence before the positions
of the boundary pegs on the site have been verified
by a Land Surveyor.

Sewer connection to comply with municipal regulations

General Notes:

DIAMER TRUCKS SOUTH AFRICA
ZONE - 1A PROPOSAL

DPW DRAWING NUMBER

2024/10

revisions

The contractor is to keep a full set of drawings on site, contractor is responsible for the correct setting out
of the building on site with reference to boundaries and building lines, contractor to verify all levels and
dimensions on site and check same against architects and engineers drawings before commencing work.
Figured dimensions to be used in preference to scaled dimensions, large scale details to be used were
available, errors, discrepancies or omissions are to be reported to the architect immediately for
clarification before work is undertaken.

These drawings are to be read in conjunction with structural engineers, civil engineers, mechanical
engineer’s or plumbing consultant’s drawings were specified.

All work and material used to comply with SABS standards and NATIONAL BUILDING REGULATIONS
ACT 103 of 1977 and amendments thereto as well as the by-laws of the relevant local authority.

All new construction HEALTH AND SAFETY Regulations to be strictly complied with.
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