//\; //\; //\;

~ GALVANISED MILD STEEL
LOCKABLE SLIDING COVER

1400

174

1

I L !

1

\20 x 20mm 20 x 20mm/
CHAMFER CHAMFER
GL
/\; //\; //\;/
:‘ . i:l
i
i h i
i
|
200mm THICK i
25MPa/19mm "
CONCRETE "
CHAMBER i
I
i
i
i
i
i
i
i
i
i
i
i
:::::Ll::::: ___________
e —— " ;<
|
|
I
|
| o
| el
| )
|
|
|
> A A S=======—cx ! —¥
b S
A N NG
=)
/ ‘L‘_)

300 x 300 x 200 DEEP SUMP

;<
12mm THICK CLOSED CELL
EXPANDED POLYETHYLENE

JOINT FILLER WRAPPED AROUND PIPE

— 15MPa CONCRETE PEDESTAL

200 |

1200 | 200

1600

SECTION

JETTING ACCESS CHAMBER

SCALE 1:10
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NOTE:

1. COUPLINGS SHALL BE LEFT CLEAR OF THE CONCRETE

2. CONCRETE TO BE GRADE 15MPa/19mm

3. ANCHOR BLOCK SIZES SUITABLE FOR CLASS PN16 PIPE

4. THRUST BLOCKS DESIGNED FOR SOIL WITH 100kN/m? BEARING PRESSURE
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SECTION D-D

SCALE 1:10
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EN2507 STAINLESS
STEEL PIPES

2350mm WIDE x 1800mm HIGH x 300mm THICK
INTERNAL CONCRETE ANCHOR BLOCK

PUMPSTATION WALL
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