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DETAIL 4 - FIRE HOSE REEL
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The design and content of this drawing is the property of
BNM Architects and the copyright thereof is reserved by them.

GENERAL NOTE
1. ALL STRUCTURAL, ELECTRICAL, CIVIL AND LANDSCAPING QUERIES ARE
TO BE REFERRED TO THE RELEVANT CONSULTANTS DRAWINGS,
SPECIFICATIONS AND DETAILS
2. ALL PLUMBING QUERIES ARE TO BE REFERRED TO THE RELEVANT
SPECIALIST CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS
3. ALL CONCRETE, COLUMNS AND STRUCTURAL QUERIES ARE TO BE
REFERRED TO PR. STRUCTURAL ENGINEER'S DRAWINGS, SPECIFICATIONS
AND DETAILS
4. ALL EXTERNAL / INTERNAL WALLS REQUIRING BRACING / STIFFENING
ARE TO BE CONSTRUCTED IN ACCORDANCE WITH PR. STRUCTURAL
ENGINEER'S DRAWINGS, SPECIFICATIONS AND DETAILS.
5. ALL SPECIFICATIONS WITH REGARD TO FIRE REGULATIONS, TO BE
REFERRED TO CONSULTANTS DRAWINGS, SPECIFICATIONS AND DETAILS.
6. ALL DESIGN AND CONSTRUCTION TO COMPLY WITH THE RELEVANT SANS
REGULATIONS.
7. ANY DISCREPANCY IN THE DRAWINGS, DIMENSIONS & SPECIFICATIONS
TO BE BROUGHT TO THE ATTENTION OF THE CONSULTANT AND
ARCHITECT PRIOR TO ANY WORK BEING PUT IN HAND.
8. ONLY FIGURED DIMENSIONS TO BE FOLLOWED - SCALED DIMENSIONS OF
DRAWINGS WILL NOT BE PERMITTED
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Legend / Quantities

Item Type Unit Facility

FIRE HYDRANT ea 18

FIRE HOSE REEL (30m) ea 33

9KG DCP ea 130

Pipe 100Ø GALV m 550

Pipe 80Ø GALV m 250

Pipe 25Ø GALV m 435

Elbow 100Ø GALV 70

Elbow 80Ø GALV 12

Elbow 25Ø GALV 80

Tee 100Ø GALV 36

Tee 80Ø GALV 11

Tee 25Ø GALV 33

Reducer 100Ø>80 11

Reducer 100Ø>25 25

Reducer 22Ø>15

Union 100Ø 92

Union 80Ø 42

Union 25Ø 105

Valve 100Ø 2

Valve 25Ø 33

Strainer 100Ø 1
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