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NOTES:

1. ALL PLATE DOWELS PLACED AT 450mm CENTRES.

2. ALL PLATE DOWELS SHALL BE PARALLEL TO ONE ANOTHER

    AND SQUARE TO THE FACE OF THE JOINT.

3. INSPECTION OF PLATE DOWELS TO BE PRE ARRANGED

    WITH ENGINEER BEFORE CONCRETE IS CAST.

4. CURING METHOD TO BE APPROVED BY ENGINEER BEFORE

    COMMENCEMENT OF CURING PROCESS.
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10mm BOND BREAKER CORD

8 x 10mm POLYURETHANE SEALANT

BITUMEN APPLIED TO THE FIRST

CONCRETE FACE PRIOR TO THE

CASTING OF THE ADJACENT SLAB

2ND CUT: 6mm WIDE x 30mm DEEP

NOTES: PREFERED JOINT SEALANT
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INITIALLY FORMED WITH 3mm RADII.
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SEALANT GUNNED INTO PLACE.
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CONSTRUCTION JOINT:

INITIALLY FORMED WITH 3mm RADII.

8mm WIDE SEALANT RESERVOIR IS REAMED

INTO CONCRETE JOINT.

SEALANT GUNNED INTO PLACE.
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1ST CUT: 3mm WIDE x 65mm DEEP

2ND CUT: 6mm WIDE x 30mm DEEP

NOTES: PREFERED JOINT SEALANT

1. SIKAFLEX PRO-3 / SIKA PRIMER - 3N
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