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:Model files attached.

Note:
Do not scale from this drawing. Check all given dimensions
and site dimensions and/or levels prior to any pricing,
manufacture or construction of any item.
Greater detail drawings take preference.
Please report any discrepancies to the architect.

The copyright for the design and information on this drawing
is vested and may not be copied or reproduced without the
written authority of the Architects.
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Paving and kerbs  refer to typical
detail for further Architectural
information and engineers details for
construction

Entrances have a 1 : 13 slope from the
hardstanding to factory floor level with a
10 mm step weather sill aligned with
inner face of the door. Step is formed with
a galvanised steel angle set into concrete

Bosun concrete small Urban Paver
200x100mm Colour to be grey

50mm Sand bed as per specialist
recommendations

Entrance Door as per
Shopfront Schedule

Reinforced concrete slab  construction of to be
in accordance of engineers detailing

self leveling screed

600x600 Floor tiles as per finishing schedule

DPM

Suspended drop in ceiling
panels 600x600mm as per
ceiling plan and details on
704

Facebrick walls in
stretcher bond with ruled
joints. Corobrik PAMPAS

12mm smooth plaster
finish

Reinfocred Brick lintol as
per details on 703

Facebrick walls in
stretcher bond with ruled
joints. Corobrik PAMPAS

Facebrick walls in
stretcher bond with ruled
joints. Corobrik PAMPAS

Steel structure to Comply with National building
regulations and to be to the engineers
drawings and specifications

Steel structure to Comply with
National building regulations
and to be to the engineers
drawings and specifications

100x100mm Exposed
Aluminum downpipe - Colour
to Architects approval

5 degree roof pitch
5 degree roof pitch

12mm smooth plaster
finish

Seaqual BalconyDrain
Complete 75mm Side
Outlet S/S Grade 316 Square
Hole Grate 100x100mm as
per suppliers
recommendations

Reinforced concrete
Beam as per
engineers details

Shopfront as per
Shopfront Schedule

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF Metallic Sliver G4 steel

The side cladding shall be the NU-RIB profile in
3004 0.8mm in an aluminium embossed. The
NU-RIB profile shall be roll-formed with 8
trapezoidal ribs at 190.5mm centres giving a nett
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish
consisting of a full top coat Metallic Silver
colour finish to one side.
NU-RIB shall be obtained from Global Roofing
Solutions

Custom Fascia flashing
to specialist detail ,
Colour to be metallic
silver

150x300mm Aluminum gutter with
100x100mm rainwater outlet, All
to specialist detail.

Isover 100mm Factorylite insulation laid
over purlins in single lengths and
supported on galvanised straining wires
at 300mm centres. or eqaually
approved

100x100x8 Shelf Angle
fixed to D/S Beam with
with Hilti HST2-R
M16x140 A4 Stainless
steel wedge anchors or
similar

10mm expansion joint with
compressible filler and
polysulphide joint sealer

concrete slab and beam
as per engineers detail

10mm thick Bitumen
empregnated softboard

10
00

10
00 1000mm high S/S balustrades as

per detail.

Reinforced Concrete foundations as
per Engineers details
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Steel structure to Comply with
National building regulations and to
be to the engineers drawings and
specifications

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF Metallic Sliver G4 steel

The side cladding shall be the NU-RIB profile in
3004 0.8mm in an aluminium embossed. The
NU-RIB profile shall be roll-formed with 8
trapezoidal ribs at 190.5mm centres giving a nett
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish
consisting of a full top coat Azure Blue colour finish
to one side.
NU-RIB shall be obtained from Global Roofing
Solutions

mechanical vents
as per engineers
detail

Purpose made drip flashing by
specialist, fixed over and under galv.
girt, as per roof specialist detail
design.

Polystrip sealer
dust proofing only and B/F
Metal closer to match existing .

Expanded metal mesh welded to GMS cleats
, sized to engineers specifications and detail -
Unit to be made prior to Galvanizing

Purpose made Barge cover
flashing by specialist,colour
to be Metalic Silver

Purpose made drip flashing by
specialist, fixed over and under galv.
girt, as per roof specialist detail
design.

Concrete roof slab as per engineers
detail and specification

Plaster and Paint finish
Colour as per finishing Schedule
Flexothane in all v-joints and painted
over

Plaster and Paint finish
Colour as per finishing Schedule

serrated flashing to be fixed neatly to
the surface of the concrete slab

Drip flashing to be fixed to the
concrete slab with polyclosures as per
suppliers recommendations

Aluminum Vented doors as per door
schedule

Concrete lintols as per typical details
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00

Drip flashing to be Azure Blue

Paving and kerbs  refer to typical
detail for further Architectural
information and engineers details for
construction

Bosun concrete small Urban Paver
200x100mm Colour to be grey

50mm Sand bed as per specialist
recommendations

Reinforced concrete slab  construction of to be
in accordance of engineers detailingReinforced concrete slab  construction of to be

in accordance of engineers detailing

Reinforced Concrete foundations as
per Engineers detailsReinforced Concrete foundations as

per Engineers details

Road Hardstand as per engineers
detail

The side cladding shall be the NU-RIB profile in
3004 0.8mm in an aluminium embossed. The
NU-RIB profile shall be roll-formed with 8
trapezoidal ribs at 190.5mm centres giving a nett
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish
consisting of a full top coat Metalic Silver colour
finish to one side.
NU-RIB shall be obtained from Global Roofing
Solutions
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Specialist shop drawings
of the box gutter to be
supplied by the specialist
for Architects approval
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Steel column as per structural
engineers details

Roller shutter door as per roller
shutter doors schedule. All frames are
not to be built but must be installed in
opening prepared by the contractor.
All doors to be installed to
manufacturers specifications

Hardstand as per civil engineers
details

Surface bed as per structural
engineers details

3mm thick 50 x 50mm L-shaped steel
angle sill to bottom of door, lugged
into concrete on edge of threshold,
lugged angle welded in place to outer
steel frame before surface bed slab
casting.

Steel door outer frame as per
structural engineers details

200mm diameter x 1000mm
galvanized mild steel hollow tube to
be painted Black and Yellow to match
existing as per finishes schedule

300x300mm Galvanized mild steel
base plate as per engineers detail to
be fixed with bolts

Polyclosure as per manufacturers
specifications

Purpose made drip flashing by
specialist,girt, as per roof specialist
detail design.

Steel girt as per structural engineers
details

Overhang sheeting closer as per side
cladding specification, fixed onto
50x50x2.5 CFA steel rails fixed to
side of horizontal girt and lintel frame
members

Steel roller shutter lintel and frame as
per structural engineers details

The side cladding shall be the NU-RIB
profile in 3004 0.8mm in an aluminium
embossed. The NU-RIB profile shall be
roll-formed with 8 trapezoidal ribs at
190.5mm centres giving a nett cover of
762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint
finish consisting of a full top coat Azure
Blue colour finish to one side.
NU-RIB shall be obtained from Global
Roofing Solutions

The side cladding shall be the NU-RIB profile
in 3004 0.8mm in an aluminium embossed.
The NU-RIB profile shall be roll-formed with 8
trapezoidal ribs at 190.5mm centres giving a
nett cover of 762mm. The rib height shall be
29mm.
The profile shall be supplied with a paint finish
consisting of a full top coat Metallic Silver
colour finish to one side.
NU-RIB shall be obtained from Global Roofing
Solutions

The side cladding shall be the NU-RIB profile
in 3004 0.8mm in an aluminium embossed.
The NU-RIB profile shall be roll-formed with 8
trapezoidal ribs at 190.5mm centres giving a
nett cover of 762mm. The rib height shall be
29mm.
The profile shall be supplied with a paint finish
consisting of a full top coat Azure Blue colour
finish to one side.
NU-RIB shall be obtained from Global Roofing
Solutions

mechanical vents as per engineers
detail

Purpose made drip flashing by
specialist, fixed over and under
galv. girt, as per roof specialist
detail design.

Expanded metal mesh welded to GMS
cleats , sized to engineers specifications
and detail - Unit to be made prior to
Galvanizing

Indicative Geberit system. Support
and fixing requirements to be
supplied. All to specialist`s detail ,
refer to specialist shop drawings

Ø420m GRP dropout hopper with
rainwater outlet, All to specialist
detail.

Overflow pipe to be
50mm off the bottom of
the box gutter

Dektite Pipe Flashing by
specialist with fibre glass
cladding ring , capping to
specialist detail
Fibre glass cladding ring -
Colour to match roof sheeting

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF metallic silver G4 steel

Purpose made fascia cover
flashing by specialist, fixed over
galv. steel lip channels, vertical
cladding and gutter as per roof
specialist detail design.

Polyclosure as per manufacturers
specifications

3mm escutcheon rubber to sit
between GMS framing and GRP
Box gutter to specialist detail

GRP gutters and hoppers with
rainwater outlet, All to specialist
detail.

Polystrip sealer
dust proofing only and B/F
Metal closer to match existing .
cover flashing with embossed
finish
Colour - To match Roof sheeting

Purpose made drip flashing by
specialist, fixed over and under
galv. girt, as per roof specialist
detail design.
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Seaqual BalconyDrain Complete
75mm Side
Outlet S/S Grade 316 Square Hole
Grate 100x100mm as per suppliers
recommendations

Reinforced concrete Beam as
per engineers details

Plaster and Paint finish

Plaster/Screed to fall onto
Concrete roof

a.b.e. Index VIS or Fidia P 3
mm fully bonded by heat
fusion to the 'bituprime'
primed surface

a.b.e. Index Unigum MS 4.5
kgs/m² fully bonded by heat
fusion to the 'bituprime'
primed surface

Screed to fall to Drainage
System

Downpipe to connect into
stormwater system as per civil
engineers specifications

Shopfront system as per
shopfront schedule

Shopfront system as per
shopfront schedule
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One layer Derbigum SP4,4mm thick fully sealed
to roof screed by torch-on fusion or COLDBOND
90 adhesive spread at the rate of 1 -3 square
meters/litre dependingon the absorbtion of the
surface Side lap 75mm and end laps 100mm
sealed together by torch-on fusion. Turnups and
turndowns similarly fused to the primed surfaces
and well fixed to angles, outlets, fillets and flat
edges, including all square cutting and waste.
The whole treatment to be finished with two coats
of Bituminous Aluminium Paint.

170mm concrete slab  with
minimum of 50mm screed on top

Minimum of 50mm screed topping
with mesh as per engineers
requirements to fall towards spouts

Smooth plaster and paint to
270mm walls

Screed to fall towards
building

3mm grade 316 stainless steel
purpose made downspout

270 7485 300x200x200mm Aluminum rain
hopper colour to match downpipes
or equally approved

Aluminium or similar approved 100
x 75 x 0.6mm aluminium seamless
rainwater downpipe, coated on
outside with ColourTech G4
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Thumb rounded coved plaster
cornice at junction between wall
and ceiling. paint finish as per
ceiling.

Pampas Facebrick with Ruled
joints as per schedule Externally

MINIMUM JOINT STEP

Hardstand as per civil
engineers details

200mm thick Surface bed
as per structural
engineers details

3mm thick 50 x 50mm L-shaped
steel angle sill to bottom of door,
lugged into concrete on edge of
threshold, lugged angle welded in
place to outer steel frame before
surface bed slab casting.

10mm jointex polyethylene joint
former, all in accordance with
manufacturer's details and
recommendation

10mm abe flexothane 1
elastomeric joint sealant with
backing cord, all in accordance
with manufacturer's details and
recommendation

DPM

Roller shutter door as per roller
shutter doors schedule. All frames
are not to be built but must be
installed in opening prepared by the
contractor. All doors to be installed
to manufacturers specifications
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