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GRS KLIP-TITE concealed-fix 
profile roll-formed in continuous 
lengths and cut to length by a 
pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 
(H44) Embossed PVDF Azure Blue 
G4 steel

Translucent sheeting as per ELIDZ spec or equally 
approved by Architect 

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Side wall flashing 
refer to detail

Gable trim flashing refer 
to detail 

Plaster and Paint
Colour : as per 
Finishing Schedule

Facebrick as per Schedule1000mm height 
Stainless steel 
spec balustrade 
as per detail

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Bund walls to Engineers 
detail Flexothane in all v-joints 

and painted over
Glass shopfront to comply 
with SANS 10400 and 
AAAMSA respectively 

Box gutter as per 
engineers detail
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Bund walls to Engineers 
detail

Bund walls to Engineers 
detail

Box gutter as per 
engineers detail

Box gutter as per 
engineers detail

Side wall flashing 
refer to detail

Side wall flashing 
refer to detail

Translucent sheeting as per ELIDZ spec or 
equally approved by Architect 

Translucent sheeting as per ELIDZ spec or equally 
approved by Architect 

Translucent sheeting as per ELIDZ spec or equally 
approved by Architect 

Gable trim flashing refer 
to detail 

Gable trim flashing refer 
to detail Gable trim flashing refer 

to detail 
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GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

GRS KLIP-TITE concealed-fix 
profile roll-formed in continuous 
lengths and cut to length by a 
pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 
(H44) Embossed PVDF Azure Blue 
G4 steel

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 
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Mechanical Vents as per 
engineers drawings and detailing Mechanical Vents as per 

engineers drawings and detailing 

Mechanical Vents as per 
engineers drawings and detailing 

Mechanical Vents as per 
engineers drawings and detailing 

windows to be as per 
window schedule along 
with brick Lintols and cills 
as per detail

Duct door as per door 
Schedule

All doors to be as per 
door schedule and 
Lintols as per details

Concrete eyebrows 
above windows as per 
engineers detail

GMS steel structure to be as 
per engineers detail and 
specifications are to be followed 
strictly where exposed 

U/S of Top Sheeting
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59766

1000mm height industrial 
spec balustrade as per 
detail

Concrete staircase to 
comply with SANS 10400 
Risers 161mm
Treads 275mm 1000mm height industrial 

spec balustrade as per 
detail

Concrete staircase to 
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The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

GRS KLIP-TITE concealed-fix profile roll-formed in 
continuous lengths and cut to length by a pneumatic 
cut-off process from certified 0.8mm Aluminium 3004 
(H44) Embossed PVDF Azure Blue G4 steel

Mechanical Vents as per 
engineers drawings and detailing 

Roller shutter doors as 
per Door Schedule

Roller shutter doors as 
per Door Schedule

Roller shutter doors as 
per Door Schedule

Roller shutter doors as 
per Door ScheduleThe side cladding shall be the NU-RIB profile in 3004 0.8mm 

in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Translucent sheeting as per ELIDZ spec or equally 
approved by Architect 

Bund walls to Engineers 
detail

Bund walls to Engineers 
detail

Bund walls to Engineers 
detail

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

All doors to be as per 
door schedule and 
Lintols as per details

All doors to be as per 
door schedule and 
Lintols as per details

Translucent sheeting as per ELIDZ spec or equally 
approved by Architect 

Translucent sheeting as per ELIDZ spec or equally 
approved by Architect 

All doors to be as per 
door schedule and 
Lintols as per details

Facebrick as per Schedule

GRS KLIP-TITE concealed-fix profile roll-formed in continuous lengths and cut to length by a 
pneumatic cut-off process from certified 0.8mm Aluminium 3004 (H44) Embossed PVDF metallic 
silver G4 steel 

GRS KLIP-TITE concealed-fix profile roll-formed in continuous lengths and cut to length by a 
pneumatic cut-off process from certified 0.8mm Aluminium 3004 (H44) Embossed PVDF metallic 
silver G4 steel 

GRS KLIP-TITE concealed-fix profile roll-formed in 
continuous lengths and cut to length by a pneumatic cut-off 
process from certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Facebrick as per Schedule

1000mm height Industrial 
spec balustrade as per detail

Gable trim flashing refer 
to detail 

Side wall flashing 
refer to detail

Side wall flashing 
refer to detail

Apex flashing 
refer to detail

Apex flashing 
refer to detail

GRS KLIP-TITE concealed-fix profile roll-
formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 

Concrete eyebrows 
above windows as per 
engineers detail
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Translucent sheeting as per ELIDZ 
spec or equally approved by Architect 

Mechanical Vents as per 
engineers drawings and detailing 

Translucent sheeting as per ELIDZ 
spec or equally approved by Architect 
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engineers drawings and detailing 
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1000mm height GMS 
Industrial spec balustrade 
as per detail

Side wall flashing 
refer to detail

Box gutter as per 
engineers detail

GRS KLIP-TITE concealed-fix profile roll-
formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF Azure Blue G4 steel

Apex flashing refer to 
detail 

Gable trim flashing 
refer to detail 

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Side wall flashing 
refer to detail

Gable trim flashing 
refer to detail 

Facebrick as per 
Schedule

1000mm height 
Stainless steel spec 
balustrade as per detail

Concrete eyebrows 
above windows as per 
engineers detail

GRS KLIP-TITE concealed-fix profile roll-
formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF Azure Blue G4 steel

GRS KLIP-TITE concealed-fix profile roll-
formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF Azure Blue G4 steel

Apex flashing refer 
to detail 
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The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Bund walls to Engineers 
detail

6190

12190

Fascia flashing refer 
to detail 

Fascia flashing refer 
to detail 

Fascia flashing refer 
to detail 
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1000mm height GMS 
Industrial spec balustrade 
as per detail

Side wall flashing 
refer to detail

Bund walls to Engineers 
detail

Windows to be as 
per window schedule

Windows to be as 
per window schedule
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detail

Concrete staircase to 
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Risers 168mm
Treads 275mm
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Box gutter as per 
engineers detail

Translucent sheeting as per ELIDZ spec or 
equally approved by Architect 

Mechanical Vents as per 
engineers drawings and detailing 
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Side wall flashing 
refer to detail

Gable trim flashing refer 
to detail 

Box gutter as per 
engineers detail

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 
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Translucent sheeting as per ELIDZ 
spec or equally approved by Architect 12
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Roller shutter doors 
as per door schedule

Side wall flashing 
refer to detail

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Side wall flashing 
refer to detail
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engineers drawings and detailing Mechanical Vents as per 

engineers drawings and detailing 
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Bund walls to Engineers 
detail

GMS steel structure to be as 
per engineers detail and 
specifications are to be followed 
strictly where exposed 

Plaster and Paint
Colour : as per 
Finishing Schedule

Facebrick as 
per Schedule

1000mm height GMS 
Industrial spec balustrade 
as per detail

Flexothane in all v-joints 
and painted over

COROBRIK 
“PAMPAS Satin 
FBS 

Windows to be as per 
window schedule along 
with brick Lintols and cills 
as per detail

All doors to be as per 
door schedule and 
Lintols as per details

1000mm height GMS 
Industrial spec 
balustrade as per detail
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GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF Azure Blue G4 steel

Gable trim flashing refer 
to detail 

Gable trim flashing refer 
to detail 

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile 
shall be roll-formed with 8 trapezoidal ribs at 190.5mm 
centres giving a nett cover of 762mm. The rib height shall 
be 29mm.
The profile shall be supplied with a paint finish consisting 
of a full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Box gutter as per 
engineers detail

GRS KLIP-TITE concealed-fix profile roll-
formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 
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GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF Azure Blue G4 steel

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Azure Blue colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Gable trim flashing refer 
to detail 
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The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 
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Treads 275mm

1000mm height industrial 
spec balustrade as per 
detail
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