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0.8mm in an aluminium embossed. The NU-RIB profile 
shall be roll-formed with 8 trapezoidal ribs at 190.5mm 
centres giving a nett cover of 762mm. The rib height shall 
be 29mm.
The profile shall be supplied with a paint finish consisting 
of a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 900
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The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
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a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 
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The side cladding shall be the NU-RIB profile in 
3004 0.8mm in an aluminium embossed. The 
NU-RIB profile shall be roll-formed with 8 
trapezoidal ribs at 190.5mm centres giving a nett 
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish 
consisting of a full top coat Azure Blue colour 
finish to one side. 
NU-RIB shall be obtained from Global Roofing 
Solutions 

The side cladding shall be the NU-RIB profile in 
3004 0.8mm in an aluminium embossed. The 
NU-RIB profile shall be roll-formed with 8 
trapezoidal ribs at 190.5mm centres giving a nett 
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish 
consisting of a full top coat Azure Blue colour 
finish to one side. 
NU-RIB shall be obtained from Global Roofing 
Solutions 

The side cladding shall be the NU-RIB profile in 
3004 0.8mm in an aluminium embossed. The 
NU-RIB profile shall be roll-formed with 8 
trapezoidal ribs at 190.5mm centres giving a nett 
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish 
consisting of a full top coat Azure Blue colour 
finish to one side. 
NU-RIB shall be obtained from Global Roofing 
Solutions 
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certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 
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length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 
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Embossed PVDF metallic silver G4 steel 
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formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 

Isover 100mm Factorylite insulation laid over purlins 
in single lengths and supported on galvanised 
straining wires at 300mm centres. or eqaually 
approved

Isover 100mm Factorylite insulation laid over purlins 
in single lengths and supported on galvanised 
straining wires at 300mm centres. or eqaually 
approved

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Translucent sheeting as per ELIDZ 
spec or equally approved by Architect 

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 
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flashing as per detail

Windows to be as 
per window schedule
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per window schedule
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per window schedule
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per window schedule
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per window schedule

The side cladding shall be the NU-RIB profile in 3004 
0.8mm in an aluminium embossed. The NU-RIB profile shall 
be roll-formed with 8 trapezoidal ribs at 190.5mm centres 
giving a nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of 
a full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 
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The side cladding shall be the NU-RIB profile in 
3004 0.8mm in an aluminium embossed. The 
NU-RIB profile shall be roll-formed with 8 
trapezoidal ribs at 190.5mm centres giving a nett 
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish 
consisting of a full top coat Azure Blue colour 
finish to one side. 
NU-RIB shall be obtained from Global Roofing 
Solutions 

The side cladding shall be the NU-RIB profile in 
3004 0.8mm in an aluminium embossed. The 
NU-RIB profile shall be roll-formed with 8 
trapezoidal ribs at 190.5mm centres giving a nett 
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish 
consisting of a full top coat Azure Blue colour 
finish to one side. 
NU-RIB shall be obtained from Global Roofing 
Solutions 

The side cladding shall be the NU-RIB profile in 
3004 0.8mm in an aluminium embossed. The 
NU-RIB profile shall be roll-formed with 8 
trapezoidal ribs at 190.5mm centres giving a nett 
cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish 
consisting of a full top coat Azure Blue colour 
finish to one side. 
NU-RIB shall be obtained from Global Roofing 
Solutions 
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