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MANUFACTURING FACILITY IN ZONE 1A

Receiving Admin Staircase and Walkway 
Details
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GENERAL NOTE:
ALL STRUCTURAL STEEL SECTIONS ARE TO COMPLY WITH SANS
10162-1 AND TO BE IMPACT TESTED IN STRICT ACCORDANCE WITH
SANS 10160 PART 2. SPECIFIED SIZING AND FIXING TO BE VERIFIED
BY THE ENGINEER PRIOR TO MANUFACTURE AND/OR FABRICATION.

NB: NO SILICONE TO BE USED ON SITE, DURING CONSTRUCTION &
MAINTENANCE

Receiving Admin Block Balustrade  - Plans
Scale 1:50

Staircase Sectoon A - A
Scale 1:20

Concrete step to paver detail
Scale 1:5

INDUSTRIAL BALUSTRADE DETAIL
Scale 1:10

INDUSTRIAL BALUSTRADE DETAIL
Scale 1:10

TYPICAL PAVED WALKWAY  - PLAN
Scale 1:20

TYPICAL PAVED WALKWAY  - SECTION A-A
Scale 1:20
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Landing

TREAD : 275mm
RISER: 174mm

INDUSTIRA CHARCOAL
- non slip, size 600 x
600mm as per finishing
schedule

'M Trim' heavy duty
stainless steel straight
edge trim 10mm
high (code SSE120)
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Reinforced concrete
staircase as per
engineers details

INDUSTIRA CHARCOAL - non
slip, size 600 x 600mm as per
finishing schedule

SDRRBN700.N 70mm x 30mm
Stainless Steel Diamond Rubber
Retro-fit Bull-nosing
for all stair types
The M•Trim Stainless Steel
Diamond Rubber Retro-fit
Bull-nosin

BALUSTER:
Ø42.9mm stanchion G.M.S pipe @
manufacturers recommendations

BALUSTRADE GRAB RAIL:
Standard Mentis G.M.S hand rail
w/ Ø25mm tubing
top rail to be @1000mm and
bottom rail @500mm c/c.
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'M Trim' heavy duty
stainless steel straight
edge trim 10mm
high (code SSE120)

INDUSTIRA CHARCOAL - non
slip, size 600 x 600mm as per
finishing schedule

SDRRBN700.N 70mm x 30mm Stainless
Steel Diamond Rubber Retro-fit Bull-nosing
for all stair types
The M•Trim Stainless Steel Diamond Rubber
Retro-fit Bull-nosin

Paver in accordance with
the specification
document and Engineers
detail
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50
0

50
0

CL

CL

10
00

BALUSTER:
Ø42.9mm stanchion G.M.S
pipe @ manufacturers
recommendations

BALUSTRADE GRAB RAIL:
Standard Mentis G.M.S hand rail
w/ Ø25mm tubing
top rail to be @1000mm and
bottom rail @500mm c/c.
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BALUSTER:
Ø42.9mm stanchion G.M.S
pipe @ manufacturers
recommendations

BALUSTRADE
GRAB RAIL:
Standard Mentis
G.M.S hand rail
w/ Ø25mm
tubing
top rail to be
@1000mm and
bottom rail
@500mm c/c.

Balustrade to be surfaced
fixed with grade 316 S/S
threaded bars chemically
fixed into concrete

Balustrade to be surfaced
fixed with grade 316 S/S
threaded bars chemically
fixed into concrete
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Base plate to be
fixed to tread

BALUSTER:
Ø42.9mm stanchion G.M.S
pipe @ manufacturers
recommendations

BALUSTRADE GRAB RAIL:
Standard Mentis G.M.S hand rail
w/ Ø25mm tubing
top rail to be @1000mm and
bottom rail @500mm c/c.

BALUSTER:
Ø42.9mm stanchion G.M.S
pipe @ manufacturers
recommendations

BALUSTRADE GRAB RAIL:
Standard Mentis G.M.S hand rail
w/ Ø25mm tubing
top rail to be @1000mm and
bottom rail @500mm c/c.

Base plate to be
fixed to tread

Fig 3 Kurbing

Embankment to
engineers detailing

Corobrik pavers laid on
20mm sand bed on
layered compacted
material

Entrances have a 1 : 13 slope from the
hardstanding to level with a 10 mm step
weather sill aligned with inner face of the door.
Step is formed with a galvanised steel angle
set into concrete

Building Facade

1500

Paving to fall away from
Admin block

Pavers laid on 20mm sand
bed on layered compacted
material

Building Facade

BOSUN URBAN block (Medium)
200x150x60mm
Colour: Grey or equally approved

BOSUN URBAN block (Small)
200x100x60mm
Colour: Grey or equally
approved

1500

Paving to fall away from
Admin Block
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