
1
2
3
4
5
6

6

5

4

3

2

1

Ground Story Level
44300

Roof Apex Level
57145

U/S G Lintol
46400

5660 5660

Plaster and Paint
Colour : as per 
Finishing Schedule

Facebrick as 
per Schedule

Flexothane in all v-joints 
and painted over

COROBRIK 
“PAMPAS Satin FBS 

Windows to be as per 
window schedule along 
with brick Lintols and cills 
as per detail

All doors to be as per 
door schedule and 
Lintols as per details

1000mm height GMS 
Industrial spec balustrade 
as per detail

Gable trim flashing refer 
to detail 

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

A
36 W1 W8 W8 N

33

900

21
00

Bund walls to 
Engineers detail

900

11
55

drip flashing to 
detail

The side cladding shall be the NU-RIB profile in 3004 0.8mm 
in an aluminium embossed. The NU-RIB profile shall be roll-
formed with 8 trapezoidal ribs at 190.5mm centres giving a 
nett cover of 762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint finish consisting of a 
full top coat Metallic Silver colour finish to one side. 
NU-RIB shall be obtained from Global Roofing Solutions 

Translucent sheeting as per ELIDZ spec 
or equally approved by Architect 

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

21
00

600

90
0

96
5

1800 1800

12
00

5

Gable trim flashing refer 
to detail 

drip flashing to detail

Mechanical Vents as per 
engineers drawings and detailing 

Mechanical Vents as per 
engineers drawings and detailing 

drip flashing to detail

1000mm height GMS 
Industrial spec balustrade 
as per detail

Concrete staircase to 
per engineers detail

Bund walls to 
Engineers detail

drip flashing to 
detail

15
00

Top of Eaves
54078

12
84

5

30
67

21
00

Ground Story Level
44300

U/S G Lintol
46400A

35 W8 W8

Box gutter as per 
engineers detail

1000mm height GMS 
Industrial spec balustrade 
as per detail

900 1800 1800

21
00

12
00

12
00

5

21
00

96
5

Concrete staircase to 
per engineers detail

Facebrick as 
per Schedule

Plaster and Paint
Colour : as per 
Finishing Schedule

Flexothane in all v-joints 
and painted over

COROBRIK “PAMPAS 
Satin FBS 

Windows to be as per 
window schedule along 
with brick Lintols and cills 
as per detail

All doors to be as per 
door schedule and 
Lintols as per details

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

Ground Story Level
44300

U/S G Lintol
46400

P
41W1

Plaster and Paint
Colour : as per 
Finishing Schedule

Flexothane in all v-joints 
and painted over

COROBRIK 
“PAMPAS Satin FBS 

Windows to be as per 
window schedule along 
with brick Lintols and cills 
as per detail

All doors to be as per 
door schedule and 
Lintols as per details

GRS KLIP-TITE concealed-fix profile 
roll-formed in continuous lengths and 
cut to length by a pneumatic cut-off 
process from certified 0.8mm 
Aluminium 3004 (H44) Embossed 
PVDF metallic silver G4 steel 

1000mm height GMS 
Industrial spec balustrade 
as per detail

96
5

600 1800

90
0

25
00

Facebrick as 
per Schedule

Box gutter as per 
engineers detail

21
00

5

Ground Story Level
44300

Top of Bundwall
45300

U/S of G Ceiling
47000
U/S G Lintol
46400

1

U/S of Top Sheeting
51005

U/S of DL Canopy
48680Headwall as per 

detail
Roof Pitch 5°

Ceiling void

GMS roof trusses 
and members to 
enigneers detail

600x600 drop in ceiling 
boards as per ceiling plan

Windows to be as 
per window schedule

Windows to be as 
per window schedule

Windows to be as 
per window schedule

plaster and paint finish

Tiled skirting to match floor tile

Header brick lintol as 
per detail

Face brick external leaf of the 
building as per specification 
document and detail

1000mm height industrial 
spec balustrade as per 
detail

GRS KLIP-TITE concealed-fix profile roll-
formed in continuous lengths and cut to 
length by a pneumatic cut-off process from 
certified 0.8mm Aluminium 3004 (H44) 
Embossed PVDF metallic silver G4 steel 

Flashing and Water proofing 
of the roof structure to detail 
refer to page 702

Box gutter detailing 
refer to detail page 702

Beam fill above beam 
to close off structure as 
per detail

Isover 100mm Factorylite insulation laid 
over purlins in single lengths and supported 
on galvanised straining wires at 300mm 
centres. or eqaually approved

Door as per 
door 
schedule

Door as per 
door schedule

Concrete floor slab as per 
engineers detailing

Foundation to be confirmed 
by engineers

Foundation to be 
confirmed by engineers

concrete lintol as 
per detail

41
50

12
00

1800 1800

12
00

21
00

21
00

900

10
00

71
3

44300 44265

12
20

Roof Pitch 5°

A
35

W8W8

A
34

W8

C

C.1

C.2

1

900

W1

W1W1W1

C
39

A
36

P
41

A
34

J
40

N
33

W6

A
35

W8

W8

W1

W8 W8

43 m²

RA - Open Plan
Office

5 m²

RA -
Universal/Female

Ablution

3 m²

RA - Male
Ablution

12 m²

RA - Drivers
Ablution

7926

270 7426 230

549 900 429 1800 900 1800 1549

99
20

27
0

35
10

23
0

56
40

27
0 53

5
18

00
51

9
18

00
20

86
60

0
13

40
90

0
34

0

7926

270 1070 110 900 230 2810 230 2076 230

3085 1800 885 600 1556

18
00

60
0

110 900 900

14
46

90
0

600 230 1476

900

24
00

35 600 306 600 520 600 150

27
0

24
00

11
0

23
16

11
0

44
44

27
0

53
76

87
5

89
9

15
00

12
70

4

A209

4

A209

WHB

WHB
WHB

WC WC WC

WC

SHW

Fa
ce

 b
ric

k 
ci

ll 
as

 
pe

r d
et

ai
l

Fa
ce

 b
ric

k 
ci

ll 
as

 
pe

r d
et

ai
l

Fa
ce

 b
ric

k 
ci

ll 
as

 
pe

r d
et

ai
l

Face brick cill as 
per detail

Face brick cill as 
per detail

window as per 
window schedule

window as per 
window schedule

window as per 
window schedule

window as per 
window schedule

window as per 
window schedule

window as per 
window schedule

window as per 
window schedule

window as per 
window schedule

Duct door as per 
door schedule 

door as per 
door schedule 

door as per 
door schedule 

door as per 
door schedule 

Fire escape 
door as per 
door schedule

Concrete 
staircase to 
engineers 
detail

Risers : 175
Treads : 275

1000mm high 
GMS balustrades 
to per details 

1000mm high 
GMS balustrades 
to per details 

1000mm high 
GMS balustrades 
to per details 

1000mm high 
GMS balustrades 
to per details 

600x600 non slip 
tiles

600x600 non 
slip tiles

Concrete 
column to 
engineers 
detail

Concrete column 
to engineers 
detail

Concrete column 
to engineers 
detail

Concrete column 
to engineers 
detail

Concrete column 
to engineers 
detail

Concrete column 
to engineers 
detail

2408 700

45
0

16
45

 1 : 50
Receiving Admin Block5

Project Managers :

Architect :

Quantity Surveyors:

Civil Engineers :

Structural Engineers:

Electrical Engineers:

Mechanical Engineers :

PROFESSIONAL TEAM
Engineering Advice & Services

73 Heugh Rd, Walmer
Gqeberha, 6070

Tel: 041 581 2421
Cell: 082 787 9976
Email: marcus@easpe.co.za
Web: www.easgroup.co.za

S+P Architects

123 Western Av. Vincent,
East london, 5247

Tel: +27 43 726 9327
Fax:  +27 86 5406 155
Email: info@smale.co.za 
Web: www.smale.co.za

Pulana Baxter & Associates Quantity 
Surveyors & Project Managers

30 Chamberlain Road, Berea,
East London, 5200
Postnet Suite 32, P.O.Box  432, East 
London, 5200

Tel: +27 43 721 0984
Email: inga@pba.co.za/mark@pba.co.za
Web: www.pba.co.za/

EAST LONDON IDZ

P.O.Box 5458, Greenfields
East London, 5208

Lower Chester Road
Sunnyridge, East London, 5201

Tel: +27 43 702 8200
Fax: +27 43 736 6405
Email: info@elidz.co.za

HSC CONSULTING STRUCTURAL AND 
CIVIL ENGINEERS 

25 Schultz Rd, Bonnie Doon, East 
London, 5200

Tel: +27 43 743 9528
Fax: +27 43 743 5347
Email: andrew@hscc.co.za
Web: www.hscc.co.za

Client:

Contractor:

-
-

Tel: 
Fax:  
Email: 

HSC CONSULTING STRUCTURAL AND 
CIVIL ENGINEERS 

25 Schultz Rd, Bonnie Doon, East 
London, 5200

Tel: +27 43 743 9528
Fax: +27 43 743 5347
Email: andrew@hscc.co.za
Web: www.hscc.co.za

-
-

Tel: 
Fax:  
Email: 

-
-

Tel: 
Fax:  
Email: 

Project No. Work Stage Drawing No. Revision

7513
Checked By SACAP No. Scale

Drawn By Approved By Issued Date

Client:

Project Address:

TENDER

NOTE:
Do not scale from this drawing. Check all given 
dimensions and site dimensions and/or levels prior to 
any pricing, manufacturing or construction of any item.
Greater detail drawings take preference.
Please report any discrepancies to the Architect.

The copyright for the design and information on this 
drawing is vested and may not be copied or reproduced 
without the written authority of the Architects.

Drawing Title

Project Name

Email:
info@smale.co.za

Tel:
043 726 9327

Fax:
086 540 6155

Address:
123 Western Ave,
Vincent,
East London, 5247

IS
O

 A
1 

La
nd

sc
ap

e

As indicated

20
25

/0
6/

03
 1

5:
01

:4
9

Receiving Admin
Elevations

05/18/25ApproverLC

Checker

A209TEN0077

ELIDZ

ELIDZ
Zone A1
NW1

EB/NW1/10/24/Z1A

 1 : 100
Receiving Admin Elevation 11

 1 : 100
Receiving Admin Elevation 22  1 : 100

Receiving Admin Elevation 33

 1 : 50
Section G-G4

Revision Schedule
Rev Rev Description Rev Date By To


