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4
A 4 900 X 2100 mm Timber Door frame with 40mm Rebate. Contractor to order correct quantity for 115mm and 230mmPlascon Velvaglo Satin to exterior new wood. 40mm thick Solid Core Timber Door Plascon Velvaglo Satin to exterior new wood. Refer to None
and 340mm aplications and Left and right had opening. Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with  |Size: 812mm Wide by 2081mm High Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with Woodcare Knot Seal (PK 2) and apply one|lronmongery
Woodcare Knot Seal (PK 2) and apply one coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 hours with a moisture content, measured with a Doser Hygrometer (or equivalent), o6chedule
70mm x 108mm Rebated Frame - Wrot Meranti hours with a moisture content, measured with a Doser Hygrometer (or equivalent), of BD 2 scale (A1-A5) < 14% or BD 2 scale (A1-A5) < 14% or less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats Velvaglo Satin
less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 - coastal/marine environment.
Velvaglo Satin (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 -
coastal/marine environment.
B 10 900 X 2100 mm Timber Door frame with 40mm Rebate. Contractor to order correct quantity for 115mm and 230mmPlascon Velvaglo Satin to exterior new wood. 40mm thick Solid Core Timber flush door with Vent, Plascon Velvaglo Satin to exterior new wood. Refer to None
and 340mm aplications and Left and right had opening. Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with Size: 812mm Wide by 2081mm High Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with Woodcare Knot Seal (PK 2) and apply one|lronmongery
Woodcare Knot Seal (PK 2) and apply one coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 |Vent: 450mm Wide by 300mm High coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 hours with a moisture content, measured with a Doser Hygrometer (or equivalent), o8chedule
70mm x 108mm Rebated Frame - Wrot Meranti hours with a moisture content, measured with a Doser Hygrometer (or equivalent), of BD 2 scale (A1-A5) < 14% or BD 2 scale (A1-A5) < 14% or less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats Velvaglo Satin
less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 - coastal/marine environment.
Velvaglo Satin (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 - —
coastal/marine environment. Rev \ Rev Description \ Rev Date \ By\ To
C 6 900 X 2100 mm Timber Door frame with 40mm Rebate. Contractor to order correct quantity for 115mm and 230mmPlascon Velvaglo Satin to exterior new wood. 40mm thick Solid Core Timber flush door with Vent, Plascon Velvaglo Satin to exterior new wood. Refer to None .
and 340mm aplications and Left and right had opening. Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with  |Size: 812mm Wide by 2081mm High Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with Woodcare Knot Seal (PK 2) and apply one|lronmongery ReV|S|0n SCh ed u Ie
Woodcare Knot Seal (PK 2) and apply one coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 |Vent: 450mm Wide by 300mm High coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 hours with a moisture content, measured with a Doser Hygrometer (or equivalent), o6chedule
70mm x 108mm Rebated Frame - Wrot Meranti hours with a moisture content, measured with a Doser Hygrometer (or equivalent), of BD 2 scale (A1-A5) < 14% or BD 2 scale (A1-A5) < 14% or less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats Velvaglo Satin
less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 - coastal/marine environment. T E N D E R
Velvaglo Satin (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 -
coastal/marine environment.
D 2 900 X 2100 mm Timber Door frame with 40mm Rebate. Contractor to order correct quantity for 115mm and 230mmPlascon Velvaglo Satin to exterior new wood. 40mm thick Solid Core Timber flush door with Vent, Plascon Velvaglo Satin to exterior new wood. Refer to None Email:
and 340mm aplications and Left and right had opening. Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with  |Size: 812mm Wide by 2081mm High Surface to be dry, sound and clean. Wash knots and resinous areas with Lacquer Thinners (ILS 1) and coat with Woodcare Knot Seal (PK 2) and apply one|lronmongery info@smale.co.za
Woodcare Knot Seal (PK 2) and apply one coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 |Vent: 450mm Wide by 300mm High coat of Plascon Woodcare Pretreatment (WWP 1), overcoated within 48 hours with a moisture content, measured with a Doser Hygrometer (or equivalent), 68chedule
70mm x 108mm Rebated Frame - Wrot Meranti hours with a moisture content, measured with a Doser Hygrometer (or equivalent), of BD 2 scale (A1-A5) < 14% or BD 2 scale (A1-A5) < 14% or less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats Velvaglo Satin Tel:
less. Prime with one coat Wood Primer (UC 2) with an overcoating time of 16 hours and finish with two coats (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 - coastal/marine environment. 043 726 9327
Velvaglo Satin (VLO) with 16 hours drying time between coats, for a maintenance cycle of 3 years in a C5 -
coastal/marine environment. Fax:
E 2 50x50x3mm GALVANIZED WELDED STEEL GATE FRAME, WITH 50x30x3mm MIDRAIL WITH 3x WELDED GALVANIZED STEEL NUTEC FIBRE CEMENT BUILDING PLANKS, 255 x 10 mm PRE-DRILLED AND FIXED USING DOOR TO BE FINISHED WITH PAINT FINISH, PAINT TO BE CONFIRMED Refer to None 086 540 6155
PIN-HINGED TO GATE AS PER DETAIL. LOCK PLATE WELDED AND BARREL BOLT WELDED TO GATE AS SELF-TAPPING HEX SCREWS WITH 15 mm WIDE GAPS BETWEEN PLANKS. Ironmongery
PER DETAIL, ALL GALVANIZED AFTER WELDING AND DRILLING COMPLETE. NO COLD GALV ACCEPTED. Schedule Address:
123 Western Ave, —+
HINGES Vincent, -
AS PER MANUFACTURER SPECIFICATION East London, 5247 architects
F 2 1613x2076mm Aluminium Door Frame with 40mm Rebate Surfaces to receive 25 ym Natural anodised coating, supplied by manufacturer complying with SANS 999:2013 All aluminium to be natural anodised. 25 pym Natural anodised coating, supplied by manufacturer Surfaces to receive 25 ym Natural anodised coating, supplied by manufacturer complying with SANS 999:2013 Refer to 6.35mm GSA SmartGlass™ Intruderprufe®NS Clear WIS aleYeorze
complying with SANS 999:2013 entrance door in two equal leafs with fixed pane above, size 1613 x Ironmongery |laminated safety glass, complying with SANS 1263 Part - —
2125mm high glazed with 6.35 mm safety glass, hung on three aluminium reflex hinges with nylon Schedule 1, 2 or 3 with name of the manufacturer permanently
bushes, with clip-on glazing beads with gasket seals and a high quality cylinder lock, plugged to brickwork marked on each sheet visible after glazing, glazed in
or concrete, in accordance with AAAMSA Selection Guide for Glazed Aluminium Architectural Aluminium accordance with NBR N schedule 1 and SABS 0137. EB/NW1 I1 0/24/21 A
Products - June 2008.
G 4 Aluminium frame as per approved manufacturer Surfaces to receive 25 um Natural anodised coating, supplied by manufacturer complying with SANS 999:2013 Standard Aluminium louvred door with louvred strips that are dust and insect proof Surfaces to receive 25 um Natural anodised coating, supplied by manufacturer complying with SANS 999:2013 Refer to None Project Name
Ironmongery
Schedule ]
H 2 Aluminium frame as per approved manufacturer Surfaces to receive 25 ym Natural anodised coating, supplied by manufacturer complying with SANS 999:2013 All aluminium to be natural anodised. 25 pm Natural anodised coating, supplied by manufacturer Surfaces to receive 25 ym Natural anodised coating, supplied by manufacturer complying with SANS 999:2013 Refer to 6.35mm GSA SmartGlass™ Intruderprufe®NS Clear Project Address:  ELIDZ
complying with SANS 999:2013 entrance door in two equal leafs with fixed pane above, size 1240 x Ironmongery |laminated safety glass, complying with SANS 1263 Part Zone A1
2100mm high glazed with 6.35 mm safety glass, hung on three aluminium reflex hinges with nylon Schedule 1, 2 or 3 with name of the manufacturer permanently NwW1
bushes, with clip-on glazing beads with gasket seals and a high quality cylinder lock, plugged to brickwork marked on each sheet visible after glazing, glazed in
or concrete, in accordance with AAAMSA Selection Guide for Glazed Aluminium Architectural Aluminium accordance with NBR N schedule 1 and SABS 0137.
Products - June 2008. Client: ELIDZ
1 50x50x3mm GALVANIZED WELDED STEEL GATE FRAME, WITH 50x30x3mm MIDRAIL WITH 3x WELDED GALVANIZED STEEL NUTEC FIBRE CEMENT BUILDING PLANKS, 255 x 10 mm PRE-DRILLED AND FIXED USING DOOR TO BE FINISHED WITH PAINT FINISH, PAINT TO BE CONFIRMED Refer to None
PIN-HINGED TO GATE AS PER DETAIL. LOCK PLATE WELDED AND BARREL BOLT WELDED TO GATE AS SELF-TAPPING HEX SCREWS WITH 15 mm WIDE GAPS BETWEEN PLANKS. Ironmongery
PER DETAIL, ALL GALVANIZED AFTER WELDING AND DRILLING COMPLETE. NO COLD GALV ACCEPTED. Schedule
INGES Door Schedule
AS PER MANUFACTURER SPECIFICATION
Drawing Title
Author Approver 05/12/25
Drawn By | Approved By Issued Date
Checker 7513 1:20
Checked By | SACAP No. Scale
0077 | TEN | A301
Project No. | Work Stage | Drawing No. Revision

ISO A1 Landscape

2025/06/03 15:02:25



