None :Model files attached.

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF metallic silver G4 steel

Dektite Pipe Flashing by
specialist with fibre glass
cladding ring , capping to

Specialist shop drawings
of the box gutter to be
supplied by the specialist
for Architects approval

Purpose made fascia cover
flashing by specialist, fixed over
galv. steel lip channels, vertical
cladding and gutter as per roof
specialist detail design.

Polyclosure as per manufacturers
specifications

Indicative Geberit system. Support
and fixing requirements to be
supplied. All to specialist’s detail ,
refer to specialist shop drawings

@420m GRP dropout hopper with
rainwater outlet, All to specialist

specialist detail & / \
Fibre glass cladding ring - vekow oh detail.
Colour to match roof sheeting . oit A

Overflow pipe to be
50mm off the bottom of
the box gutter

Polystrip sealer
dust proofing only and B/F
Metal closer to match existing .

cover flashing with embossed
finish

Colour - To match Roof sheeting
GRP gutters and hoppers with

rainwater outlet, All to specialist
detail.

3mm escutcheon rubber to sit

detail

]

Fixing of roof sheeting to box
gutter to be done to specialist

1800

The side cladding shall be the NU-RIB profile in 3004
0.8mm in an aluminium embossed. The NU-RIB profile
shall be roll-formed with 8 trapezoidal ribs at 190.5mm
centres giving a nett cover of 762mm. The rib height
shall be 29mm.

The profile shall be supplied with a paint finish
consisting of a full top coat Metallic Silver colour finish
to one side.

NU-RIB shall be obtained from Global Roofing
Solutions

Steel structural frame as per
structural engineers details

Steel girt as per structural

Polystrip sealer
dust proofing only and B/F
Metal closer.

GRS KLIP-TITE concealed-fix profile roll-formed
in continuous lengths and cut to length by a
pneumatic cut-off process from certified 0.8mm
Aluminium 3004 (H44) Embossed PVDF metallic

silver G4 steel

Flashing to be lipped into
the GRP gutter

cover flashing with
embossed finish
Colour - Metalic
silver to match roof
sheeting

GRP gutters and hoppers
with rainwater outlet, All to
specialist detail.

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF metallic silver G4 steel

Dektite Pipe Flashing by
specialist with fibre glass
cladding ring , capping to
specialist detail

Fibre glass cladding ring -
Colour to match roof sheeting

Overflow pipe to be
50mm off the bottom of
the box gutter

The side cladding shall be the
NU-RIB profile in 3004 0.8mm
in an aluminium embossed.
The NU-RIB profile shall be
roll-formed with 8 trapezoidal
ribs at 190.5mm centres giving
a nett cover of 762mm. The rib
height shall be 29mm.

The profile shall be supplied
with a paint finish consisting of
a full top coat Metallic Silver
colour finish to one side.
NU-RIB shall be obtained from
Global Roofing Solutions

Specialist shop drawings
of the box gutter to be

supplied by the specialist
for Architects approval

Polystrip sealer
dust proofing only and B/F
Metal closer to match existing .

cover flashing with embossed
finish

Colour - To match Roof sheeting
GRP gutters and hoppers with

rainwater outlet, All to specialist
detail.

Overflow on

either side

300 3mm escutcheon rubber to sit

between GMS framing and GRP
Box gutter to specialist detail

GMS bracket to support GRP
gutter to engineers specification

Indicative Geberit system. Support
and fixing requirements to be

| ] NN

s \ supplied. All to specialist’s detail ,
Fixing of roof sheeting to box T \ \ refer to specialist shop drawings
gutter to be done to specialist | | T |l
detail \ 1~ @500m GRP dropout hopper with
\ \ rainwater outlet, All to specialist

\ detail.

between GMS framing and GRP N . .
Box gutter to specialist detail e ] 1 engineers details
— Purpose made drip flashing by
specialist . .
Box Gutter Cover Flashing Detail
mechanical vents as per SCCI|€ ] 5
mechanical vents T engineers detail
as per engineers _—

detail

Steel column as per

1150

The side cladding shall be the NU-RIB profile in
3004 0.8mm in an aluminium embossed. The

T

100

NN

structural engineers —— I~ 3 Purpose made drip flashing by
details L 1 specialist, fixed over and under
868 * galv. girt, as per roof specialist
Translucent sheeting as per detail design.
ELIDZ spec or equally approved — R
by Architect Expanded metal mesh welded
to GMS cleats , sized to
engineers specifications and
detail - Unit to be made prior to
Galvanizing
Scale 1:20
Polystrip sealer dust
proofing only and 148x300mm Aluminum gutter with
B/F Metal closer. 100x100mm rainwater outlet, All
GRS KLIP-TITE concealed-fix profile to specialist detail.
roll-formed in continuous lengths and ] )
cut to length by a pneumatic cut-off Flashing to be lipped
process from certified 0.8mm 17& into the GRP gutter
Aluminium 3004 (H44) Embossed
PVDF Metallic Sliver G4 steel
300 5 degree roof pitch
Custom Fascia flashing
to specialist detail , = ,
Colour to be metallic » = -
silver = % ®
. Y.

|

Steel girt as per structural
engineers details

Isover 100mm
Factorylite insulation laid

\

e

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and cut to
length by a pneumatic cut-off process from
certified 0.8mm Aluminium 3004 (H44)
Embossed PVDF metallic silver G4 steel

Polystrip sealer
dust proofing only .

Gable end flashing with
embossed finish

Colour - Silver to match roof
sheeting

The side cladding shall be the NU-RIB
profile in 3004 0.8mm in an aluminium
embossed. The NU-RIB profile shall be
roll-formed with 8 trapezoidal ribs at
190.5mm centres giving a nett cover of
762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint
finish consisting of a full top coat Metallic
Silver colour finish to one side.

NU-RIB shall be obtained from Global
Roofing Solutions

| Steel structure to Comply with National

Box Gutter Section

Scale 1:20

The side cladding shall be the NU-RIB
profile in 3004 0.8mm in an aluminium

embossed. The NU-RIB profile shall be

roll-formed with 8 trapezoidal ribs at
190.5mm centres giving a nett cover of
762mm. The rib height shall be 29mm.

The profile shall be supplied with a paint

finish consisting of a full top coat

Metallic Silver colour finish to one side.

NU-RIB shall be obtained from Global
Roofing Solutions

Polystrip sealer
dust proofing only and B/F
Metal closer .

headwall flashing with
embossed finish
Colour - Silver to match roof
sheeting

GRS KLIP-TITE concealed-fix
profile roll-formed in continuous
lengths and cut to length by a
pneumatic cut-off process from
certified 0.8mm Aluminium 3004
(H44) Embossed PVDF metallic
silver G4 steel

Steel structure to Comply with
National building regulations and
to be to the engineers drawings
and specifications

over purlins in single building regulations and to be to the
/ lengths and supported engineers drawings and specifications
on galvanised straining

wires at 300mm centres.

or eqaually approved

Gable End Detail

Suspended drop in

clip 44 system 26b (30x75)mm

el
aluminum window frame as per ——= S
window schedule angled section for backing
—— fixings and sealing of the
window frame , sizing to
Window cil flashing with engineers
émlbosseg Ifinish oo ° recommendations
olour - Silver to match roo @ o
sheeting ® %&V Ex iﬁ%ﬁ% 225mm Concrete
Polystrip sealer = ‘ N bund wall chamfered
dust proofing only and / — 30mm on both sides

trapezoidal ribs at 190.5,m — =

centres giving a nett cover of
762mm. The rib height shall be
29mm.

The profile shall be supplied with a
paint finish consisting of a full top
coat Metallic Silver colour finish to
one side.

NU-RIB shall be obtained from
Global Roofing Solutions

as per engineers
detail

B/F Metal closer

Expanded metal mesh Hot dipped galvanized

Roller shutter door as per

roller shutter doors schedule.

All frames are not to be built

welded to 30x30mm
HDG Mild steel cleats

1061

Warehouse Window Flashing Detaill
Scale 1:20

bolts to engineers
detail

but must be installed in
opening prepared by the
contractor. All doors to be

NU-RIB profile shall be roll-formed with 8 Y 7 .
trapezoidal ribs at 190.5mm centres giving a nett B % % f 3 ggl(l)lngo%anels SCO | e ] '5
cover of 762mm. The rib height shall be 29mm. % % L uxoUUmm as per ‘
The profile shall be supplied with a paint finish /7 ‘ ceiling plan and details
consisting of a full top coat Metallic Silver _w_ on 704
colour finish to one s@e. ) @ %
NU-RIB shall be obtained from Global Roofing W W
Solutions ZIN /)
GMS cranked structure to
engineers detail
mechanical vents as per
R o . , d . G _I__I_ D 'I' .| engineers detail
= Expanded metal mesh welded
S C O | e ] :20 X X . to GMS cleats , sized to
window header Jamb flashing with engineers specifications and
embossed finish detail - Unit to be made prior to
The side cladding shall be the NU-RIB Colour - Silver to match roof sheeting Galvanizing
profile in 3004 0.8mm in an aluminium
embossed. The NU-RIB profile shall be Steel structure to Comply with Purpose made drip flashing by
762mm. The rib height shall be 29mm. < to be to the engineers drawings galtv-_ Igdlrl, as per roof specialist
The profile shall be supplied with a and specifications ; etail design.
paint finish consisting of a full top coat =
':i'g:'"'c Silver colour finish to ane Isolator between flashing The side cladding shall be the T . ; Polystrip sealer
NU-RIB shall be obtained from Global and ?”Q'ed section as per NU-R“.B profile in 3004 0.8mm in an dust proofing only and B/F
Roofing Solutions specialist . alumlmum embossed. The NU-RIB . Metal closer .
recommendations profile shall be roll-formed with 8 ] headwall flashing with embossed finisl

Colour - Silver to match roof sheeting

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF metallic silver G4 steel

Steel girt as per structural

Head Wall Flashing Detaill

Scale 1:10

Steel column as per

—

AN

L 700 L

Apex flashing with embossed finish

Colour - Azure blue to match roof \

sheeting

B/F Metal closer
Blind rivets to every
Polystrip sealer / alternate Narrow flute (N/F)

dust proofing only and —_— L]
B/F Metal closer . 9

B/F Metal closer

/

structural engineers
details

Translucent sheeting as per

ELIDZ spec or equally approved
by Architect

Steel girt as per structural

engineers details

Polystrip sealer
dust proofing only and B/F
Metal closer .

engineers details

Polyclosure as per
manufacturers
specifications

headwall flashing with embossed finish
Colour - Silver to match roof sheeting

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and

Purpose made drip
flashing by specialist,girt,
as per roof specialist detail

Roller Shutter door Flashing Detail

Scale 1:20

L = // ]
= = = installed to manufacturers _ / design.
e L y

200mm Reinforced specifications Y | // // Overhang sheeting closer as per

concrete surface bed // / side cladding specification, fixed

to engineers detail P onto 50x50x2.5 CFA steel rails

S / fixed to side of horizontal girt and
// // lintel frame members
// Steel roller shutter lintel
/|/ and frame as per

structural engineers
details

cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF metallic silver G4 steel

The side cladding shall be the
NU-RIB profile in 3004 0.8mm in an
aluminium embossed. The NU-RIB
profile shall be roll-formed with 8
trapezoidal ribs at 190.5mm
centres giving a nett cover of
762mm. The rib height shall be
29mm.

The profile shall be supplied with a
paint finish consisting of a full top
coat Metallic Silver colour finish to
one side.

NU-RIB shall be obtained from
Global Roofing Solutions

T ‘
—

Head Wall and Apex Flashing Detail

Scale 1:20

mechanical vents as per
engineers detail

The side cladding shall be the NU-RIB
profile in 3004 0.8mm in an aluminium
embossed. The NU-RIB profile shall be
roll-formed with 8 trapezoidal ribs at
190.5mm centres giving a nett cover of
762mm. The rib height shall be 29mm.
The profile shall be supplied with a paint
finish consisting of a full top coat
Metallic Silver colour finish to one side.
NU-RIB shall be obtained from Global
Roofing Solutions

Steel structure to Comply with
National building regulations and
to be to the engineers drawings
S and specifications

Beam fill above concrete
columns and roof fixing screw to
go through roof sheeting into the
beam fill where needed

Smooth plaster and paint to

230mm walls

Reinforced concrete column to

engineers detail and
specifications

GRS KLIP-TITE concealed-fix profile
roll-formed in continuous lengths and
cut to length by a pneumatic cut-off
process from certified 0.8mm
Aluminium 3004 (H44) Embossed
PVDF Azure Blue G4 steel

The side cladding shall be the
NU-RIB profile in 3004 0.8mm in an
aluminium embossed. The NU-RIB

profile shall be roll-formed with 8
- trapezoidal ribs at 190.5mm

centres giving a nett cover of
762mm. The rib height shall be
29mm.

The profile shall be supplied with a

paint finish consisting of a full top
coat Azure Blue colour finish to
one side.

NU-RIB shall be obtained from
Global Roofing Solutions
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Do not scale from this drawing. Check all given dimensions
and site dimensions and/or levels prior to any pricing,
manufacture or construction of any item.

Greater detail drawings take preference.

Please report any discrepancies to the architect.

The copyright for the design and information on this drawing
is vested and may not be copied or reproduced without the
written authority of the Architects.
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